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DUCT 
Polyethylene-coated cloth tapes are durable, conformable tapes that can be used for a very wide range of applications. Noted for their 

water, chemical and abrasion resistance and overall product strength, polyethylene-coated cloth tapes can be used for masking, sealing, 

packaging, bundling and other general purpose applications.  Adhesion properties make these products the perfect choice for many 

different substrates. Duct tape is the industry choice for most new, maintenance and repair HVAC applications.  Product line covers range 

of commodity general purpose grades (7.5mil) to premium, heavy duty grade (13mil) for the most demanding applications. 

 

200 – ECONO POLYETHYLENE COATED CLOTH – 7.5 MIL - RUBBER ADHESIVE – SILVER 

 Adhesion to SST: 36 oz/in; Adhesion to Backing: 30 oz/in; Tensile Strength: 18 lb/in 

 Comparable : 3M #2929, Shurtape #PC-590    

 

20002 2" (48 mm) x 60 yd 24 / case cello 26 lbs 2.76 2.62 2.49 

 

206 - POLYETHYLENE COATED CLOTH – 8.5 MIL - RUBBER ADHESIVE - UL 723 – SILVER 

 Adhesion to SST: 43 oz/in; Adhesion to Backing: 35 oz/in; Tensile Strength: 19 lb/in 

 Comparable : 3M #3900, Intertape AC15, 6900 and Fix-It™ retail, Shurtape #PC-595,  Nashua #394  

 

20602-1024 2" (48 mm) x 60 yd 24 / case cello 29 lbs 3.30 3.11 2.95 

20036 2" (48 mm) x 30 yd 24 / case cello 19 lbs 1.87 1.77 1.68 

20010 2" (48 mm) x 10 yd 54 / case cello  0.88 0.84 0.81 

 

204 - POLYETHYLENE COATED CLOTH – 9.0 MIL - RUBBER ADHESIVE – SILVER   

 Features:  Higher tensile strength and higher adhesion than general purpose grade 206.  

 Adhesion to SST: 50 oz/in; Adhesion to Backing: 45 oz/in; Tensile Strength: 29 lb/in 

 Comparable : 3M 3939, Intertape AC20 and JobSite™ retail, Polynash GP-2280   

SILVER 

204202-1024 2" (48 mm) x 60 yd 24 / case cello 36 lbs 3.86 3.65 3.40 

NEW STOCK COLORS: Red & Black 

2042022  Red 2" (48 mm) x 60 yd 24 / case bulk 36 lbs 3.86 3.65 3.40 

204209_Black 2" (48 mm) x 60 yd 24 / case bulk 36 lbs 3.86 3.65 3.40 

*Other Colors are Available for 10 case minimum. 

 

203 - POLYETHYLENE COATED CLOTH - 10 MIL - RUBBER ADHESIVE - UL 723  

 Adhesion to SST: 45 oz/in; Adhesion to Backing: 25 oz/in; Tensile Strength: 24 lb/in 

 Comparable :  3M #130 & #133,  Shurtape #PC600,  6700 & XHD® retail, Polyken #203 

SILVER 

20302-1024 2" (48 mm) x 60 yd 24 / case cello 37 lbs 4.36 4.13 3.82 

20303 3" (72 mm) x 60 yd 16 / case bulk 37 lbs 6.54 6.18 5.78 

20304 4" (96 mm) x 60 yd 12 / case bulk 37 lbs 8.72 8.24 7.69 

       COLORS:  Available: black (9), white (3), red (2), brown (6), green (8), blue (5), yellow (1). 

20320_ 2" (48 mm) x 60 yd 24 / case bulk 37 lbs 4.36 4.13 3.82 

20330_ 3" (72 mm) x 60 yd 16 / case bulk 37 lbs 6.77 6.38 6.07 

20340_ 4" (96 mm) x 60 yd 12 / case bulk 37 lbs 9.01 8.54 8.07 

 

398 - POLYETHYLENE COATED CLOTH - 11 MIL - RUBBER ADHESIVE - UL 723 - SILVER           
 Adhesion to SST: 47 oz/in; Adhesion to Backing: 46 oz/in; Tensile Strength: 27 lb/in 

 Comparable :  3M #6969,  Shurtape #PC-609 & #PC-618,  Nashua #398, Intertape AC36, AC45 & 9600    

 

20727 2" (48 mm) x 60 yd 24 / case cello 40 lbs 5.07 4.88 4.75 

Stock: Silver     *Colors are Available on Special Order Basis 
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DUCT 
 

202 - POLYETHYLENE COATED CLOTH - 11 MIL - RUBBER ADHESIVE – SILVER 

 Adhesion to SST: 50 oz/in; Adhesion to Backing: 25 oz/in; Tensile Strength: 23 lb/in 

 Comparable : 3M 6969,  Shurtape #PC-618 & PC-609,  Polyken #223,  Scapa 149,  Intertape  AC36 & 9600 

 

20202 2" (48 mm) x 60 yd 24 / case bulk 40 lbs 5.24 5.04 4.83 

 

205 - POLYETHYLENE COATED CLOTH - 11 MIL - RUBBER ADHESIVE - UL 723 - COLORS 

 Adhesion to SST: 50 oz/in; Adhesion to Backing: 25 oz/in; Tensile Strength: 23 lb/in 

 Comparable : 3M 6969,  Shurtape #PC-618 & PC-609,  Polyken #223,  Scapa 149,  Intertape  AC36 & 9600 

 

20520_ 2" (48 mm) x 60 yd 24 / case bulk 40 lbs 5.24 5.04 4.83 

 

Available: black (9), white (3), red (2), brown (6), green (8), yellow (1), olive drab (7), blue (5) and burgundy (25). 

 

357 - POLYETHYLENE COATED CLOTH - 13 MIL - NATURAL RUBBER ADHESIVE 

 The industry standard.  Superior quality & performance for the most demanding industrial applications. 

 A premium duct tape with clean release and high tensile strength. 

 Preferred by professional contractors who demand a consistent, trouble-free product. 

 Adhesion to SST: 55 oz/in; Adhesion to Backing: 47 oz/in; Tensile Strength: 45 lb/in 

 Comparable:  Shurtape PC-657,  Intertape  AC50,  Nashua #357 

 

20920_ 2" (48 mm) x 60 yd 24 / case cello / label 52 lbs 10.26 9.83 9.41 

 

Available: silver (7), black (9), white (3), olive drab (8). 

 

215 - PE COATED CLOTH - 12.0 MIL - NR ADHESIVE – “MILITARY GRADE” - OLIVE DRAB 

 High Performance, waterproof duct tape designed for packaging & sealing for military & other high demand applications 

 Manufactured to conform to ASTM-D5486 Type IV Class 1 (supersedes PPP-T-60E and  PPP-T-60D) 

 Adhesion to SST: 80 oz/in; Adhesion to Backing: 30 oz/in; Tensile Strength: 50 lb/in 

 Comparable:  Polyken #231 

 

215208 2" (48 mm) x 60 yd 24 / case bulk 47 lbs 11.45 10.90 10.44 

215308 3" (72 mm) x 60 yd 16 / case bulk 47 lbs 17.07 16.36 15.67 

 

 

GAFFERS 
 

216 - GAFFERS - 11.5 MIL - RUBBER ADHESIVE 

 

 A high quality, matte finish poly-coated cloth tape with extremely low light reflectivity.  Non-glare and non reflective. 

 Used for a myriad of gaffers applications as well as a bookbinding tape & other general applications. 

 Waterproof.  Hand-tearable. 

 Will not leave adhesive residue. 

 Comparable:  Permacel #P-665,  Shurtape PC-628,  Polyken #510 

 

21620_ 2" (48 mm) x 60 yd 24 / case bulk 54 lbs 15.35 14.67 14.05 

 

Available: black (9). Other colors available on special order basis (white, gray, blue, red, green, brown, yellow, olive drab). 
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ALUMINUM FOIL 
 

500 - ALUMINUM FOIL - 1.5 MIL - ACRYLIC ADHESIVE - REMOVABLE PAPER LINER 

 - TOTAL THICKNESS 3 MIL - UL LISTED  

 Superior conformability in vapor sealing of fiberglass duct board, sheet metal ducts & FSK systems. 

 High tack cold weather acrylic adhesive combines extremely high quick stick at normal temperatures with superior performance 

at low temperatures and high humidity. 

 Recommended for use at normal and high temperatures also.  

 Temperature resistance: - 40F to 250F. Minimum application temperature: - 10F.  

 Adhesion: 98 oz/in width.    Tensile Strength:  21 lbs/in width. 

 Comparable: Ideal 488S, Compac 318, Polyken 335 

  

50002 2" (48 mm) x 50 yd 24 / case bulk 27 lbs 6.25 6.01 5.77 

50003 3" (72 mm) x 50 yd 16 / case bulk 27 lbs 9.41 9.04 8.66 

50016 2" (48 mm) x 10 yd 24 / case cello  2.07 2.00 1.95 

      

 510 - ALUMINUM FOIL - 2 MIL - ACRYLIC ADHESIVE - REMOVABLE PAPER LINER 

 - TOTAL THICKNESS 3.5 MIL - UL LISTED 

 Improved vapor sealing of fiberglass duct board, sheet metal ducts & FSK systems. 

 High tack cold weather acrylic adhesive combines superior quick stick at normal temperatures with superior low temperature 

performance at freezing. 

 Superior high temperature and high humidity performance. 

 Temperature resistance:  - 35F to 260F.  Minimum application temperature: - 25F. 

 Adhesion: 96 oz/in width.    Tensile Strength:  27 lbs/in width. 

 Comparable: Compac 808/ 809,  Shurtape AF-100, Nashua 330,  IPG AC64, Venture 3530CW 

 

51002 2"     (48 mm) x 50 yd 24 / case bulk 32 lbs 7.14 6.91 6.66 

510025 2 ½" (60 mm) x 50 yd 20 / case bulk 32 lbs 8.96 8.64 8.33 

51003 3"     (72 mm) x 50 yd 16 / case bulk 32 lbs 10.73 10.37 10.00 

 

322 - ALUMINUM FOIL – 2 MIL - RUBBER ADHESIVE - REMOVABLE PAPER LINER       
 - TOTAL THICKNESS 5 MIL - UL 723 LISTED 

 Seal duct work for heating, air conditioning and refrigeration systems. 

 Rubber adhesive provides for High adhesion/Quick stick for strong initial bond. 

 For use over a wide temperature range.  Max Temperature:  200F.   

 Adhesion: 130 oz/in width.    Tensile Strength:  15 lbs/in width.  Flame spread 10/Smoke Development 5. 

 Comparable:  Ideal 488, Compac 317,  Shurtape AF-973, Nashua 322, Fasson 810, Polyken 337, IPG 9200 series  

 

51322 2"     (48 mm) x 50 yd 24 / case bulk 32 lbs 5.42 5.18 4.96 

513225 2 ½" (60 mm) x 50 yd 20 / case bulk 32 lbs 6.77 6.49 6.21 

51323 3"     (72 mm) x 50 yd 16 / case bulk 32 lbs 8.14 7.78 7.44 

 

515 - FSK ALUMINUM FOIL - 6.5 MIL PLUS REMOVABLE PAPER LINER - ACRYLIC ADHESIVE – UL LISTED 

 Primarily used for vapor sealing and patching on FSK faced fiberglass duct board. 

 Tri-directionally reinforced with 2 X 3 sq./in. fiberglass scrim. 

 High tack cold weather acrylic adhesive combines very high quick stick at normal temperatures with superior low temperature 

performance. 

 Temperature resistance - 35F to 260F. 

 Adhesion: 92 oz/in width.    Tensile strength: 40 lbs/in width. 

 Comparable: Ideal 491, Compac 110-7, Shurtape AF-982, Polyken 338, Nashua FSK, Fasson 820, 821 

 

51503 3"  (72 mm) x 50 yd 16 / case bulk 28 lbs 11.20 10.67 10.04 
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ALUMINUM FOIL 
 

  

181A - UL 181A IMPRINTED ALUMINUM FOIL - 2.0 MIL - ACRYLIC ADHESIVE 

 
 Manufactured to comply with UL181A performance and identification requirements; and assures against tape being conductor of any 

flames. 
 Superior adhesion and conformance for use with fibrous duct board systems and sheet metal ducts. 
 Used on all joints to assure the vapor barrier integrity of the duct system. 
 Comparable: Nashua 324A, Shurtape AF-100, Polyken 339, Fasson 0810 

 

500525 2 ½" (60 mm) x  60 yd 16 / case bulk 48 lbs 12.92 12.59 12.25 

 

181B - UL 181B-FX FLEXIBLE DUCT CLOSURE TAPE - 3 MIL PP FILM - ACRYLIC ADHESIVE - SILVER 

 

 Meets new UL 181B-FX code for sealing flexible air ducts and air connectors. 
 Conformable and hand tearable.   Single ply construction; will not delaminate upon aging. 
 Twice the roll length at 2” x 120 yd. 
 Temperature Range: - 35 F to 260 F. 
 Thickness: 3.0mil.  Adhesion:  41 oz/in width.  Tensile Strength:  22 lbs/in width. 
 Comparable: Intertape AC698, Venture 1599B 

 

825207 2" (48 mm) x 120 yd 24 / case bulk 24 lbs 11.87 11.42 10.95 

 

FOILASTIC - 2 MIL DEAD SOFT ALUMINUM FOIL WITH BUTYL RUBBER BASED ADHESIVE (linered) 

 

 Seals leaks in vans, cars, trucks & rail cars. Also repairs gauges in metal panels of trailers, shipping containers & mobile homes. 

 Seals cracks in seams in gutters, roof valleys, eaves, around chimneys and vents, and roof top duct systems. 

 Provides instant watertight bond. 

 Excellent resistance to cold, water, and sunlight. 

 Highly conformable. 

 Sticks extremely well to most surfaces. 

 Available in 35 mil and 45 mil total thickness on a special order basis. 

 

51803 3" (72 mm) x 50 ft      35 mil 16 / case bulk 53 lbs 27.56 25.86 24.20 

51804 4" (96 mm) x 50 ft      35 mil 12 / case bulk 53 lbs 36.62 34.41 32.11 

        

51813 3" (72 mm) x 30 ft      45 mil 16 / case bulk 51 lbs 23.37 21.86 20.33 

51814 4" (96 mm) x 30 ft      45 mil 12 / case bulk 51 lbs 31.09 29.05 27.03 

 

533SW -  3 MIL ALUMINUM FOIL TAPE - ACRYLIC ADHESIVE - *Self-Wound* 

 
 Meets Mil Spec MIL-T-23397B and Federal Spec L-T-80B. 
 High strength, aggressive acrylic adhesive.  Excellent at high temperatures as well as low temperatures.  Used as a sealing system in heated 

and/or refrigerated appliances (ovens, freezers, etc.). 
 Excellent vapor seal on smooth and irregular surfaces. 
 Foil and adhesive highly resistant to chemicals/solvents = great for masking in aircraft refurbishment applications during chemical 

stripping or other industrial applications where exposure to chemicals/solvents might occur. 
 Application Temperature Range: - 65 F to 300 F. 
 Total thickness: 5.0mil.   Adhesion: 85 oz/in width.  Tensile / Elongation: 130# / 5%.  Shear Strength: 2 psi (24+ hrs). 
 Comparable: 3M 425, Compac 805, Venture 2519CW , Ideal 489, Polyken #345, TLC CT-625, AF-075 

 
 

533SW01 1"    (25.4 mm) x 60 yd 48 / case bulk 44 lbs 12.59 12.08 11.61 

533SW02 2"    (50.8 mm) x 60 yd 24 / case bulk 44 lbs 23.52 22.58 21.68 

533SW03 3"    (76.2 mm) x 60 yd 16 / case bulk 44 lbs 35.40 33.87 32.52 
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PIPEWRAP 
(Corrosion Protection)   

 

Specifically designed to protect pipe surfaces from corrosion, abrasion and electrolytic action.  These rugged tapes are ideally suited for 

corrosion protection jobs on pipe, conduit, and joints and valves both indoors and outdoors, either above or below ground. Versatile 

products, they can be easily applied by hand or machine under varying weather conditions. Provides outstanding protection against 

sunlight, water, acids, alkalis, corrosive salts and sewage.  Bacteria and fungus resistant. 

 

140 - GENERAL USE - POLYVINYL CHLORIDE (PVC) - 10 MIL 

 

 Pliable, easy to apply. 

 Comparable: 3M 50, Plymouth 4611, Permacel P-306 

 

14010_  1"  (25 mm)      x 100 ft 48 / case bulk 31 lbs 1.67 1.64 1.55 

14020_  2"  (50 mm)      x 100 ft 24 / case bulk 31 lbs 3.16 2.95 2.78 

14040_  4"  (100 mm)    x 100 ft 12 / case bulk 31 lbs 6.34 5.90 5.58 

14060_  6"  (150 mm)    x 100 ft  8 / case bulk 31 lbs 9.50 8.83 8.36 

L140100_0 48" (1219 mm)  x 100 ft 2 / case LOG 33 lbs   60.10 

 

Available: black (9), yellow (1), white (3)                36 CASES PER SKID 

 

140P – U.P.C. PRINTED - GENERAL USE – POLYVINYL CHLORIDE (PVC) -10 MIL 

 

 Pliable, easy to apply. 

 Same as #140 but with U.P.C. (Uniform Plumbing Code) logo/stamp of approval printed on tape. 

 U.P.C. stamp of approval from The  International Association of Plumbing and Mechanical Officials. 

 

140110  1"  (25 mm)      x 100 ft 48 / case bulk 31 lbs 2.02 1.94 1.86 

140210  2"  (50 mm)      x 100 ft 24 / case bulk 31 lbs 4.04 3.86 3.72 

 

Available: black 

 

142 - HIGH STRENGTH - POLYVINYL CHLORIDE (PVC) - 20 MIL 

   

 Recommended where greater physical strength is required. 

 Comparable: 3M 51, Plymouth 4631, Permacel P-320 

 

14210  1"  (25 mm)     x 100 ft 48 / case bulk 57 lbs 3.37 3.15 2.97 

14220  2"  (50 mm)     x 100 ft 24 / case bulk 57 lbs 6.46 6.02 5.63 

14240  4"  (100 mm)   x 100 ft 12 / case bulk 57 lbs 12.91 12.02 11.26 

14260  6"  (150 mm)   x 100 ft  8 / case bulk 57 lbs 19.37 18.05 17.39 

L14020090 48" (1219 mm) x 100 ft  LOG 59 lbs   122.98 

 

Available:  black 
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PIPE THREAD SEAL TAPE 
 

 

 For thread sealing iron, stainless steel, copper, brass, glass or rubber pipes to ensure leak proof connections. 

 Provides chemically inert, no hardening, non-contaminating permanent seal capable of withstanding temperatures    

from  - 375F to 500F. 

 100% virgin P.T.F.E. (white in color). 

 Blue plastic spool covered by white shell. 

 COMPARABLE: 3M547 

 

550PQ - PTFE PIPE THREAD SEAL - 4 MIL - MEETS MIL SPEC T-27730A 

 

 Density:  .28 gm/cm
3
. 

 Cases are subpacked with inner boxes – details listed below. 
 

55002PQ 1/2" x 260 in 1000 / case  (10 inner cases of 100)  Plastic Spool/Shell 30 lbs 0.16 0.15 0.13 

55004PQ 3/4" x 260 in  700 / case   (10 inner cases of 70)  Plastic Spool/Shell 30 lbs 0.24 0.23 0.21 

55012PQ   1"  x 260 in  250 / case   (5 inner cases of 50)   Plastic Spool/Shell 30 lbs 0.26 0.24 0.22 

        

55008PQ 1/2" x 520 in 1000 / case  (10 inner cases of 100)  Plastic Spool/Shell 36 lbs 0.21 0.20 0.18 

55010PQ 3/4" x 520 in  700 / case   (10 inner cases of 70)   Plastic Spool/Shell 36 lbs 0.34 0.31 0.26 

55014PQ   1"  x 520 in  250 / case   (5 inner cases of 50)   Plastic Spool/Shell 36 lbs 0.40 0.38 0.35 

        

55025PQ 1/2" x 1296 in. 500 / case   (10 inner cases of 50) Plastic Spool/Shell 42 lbs 0.48 0.44 0.42 

55026PQ 3/4"x 1296 in. 400 / case   (8 inner cases 50)  Plastic Spool/Shell 44 lbs 0.53 0.49 0.47 

 

 

550M - PTFE PIPE THREAD SEAL - 4 MIL - MEETS MIL SPEC T-27730A - MADE IN MALAYSIA 

 

 For the most demanding,  the "Cadillac" of the industry, with a higher density  .38 gm/cm 
3
. 

 

55002M 1/2" x 260 in. 500 / case   (5 inner cases of 100) Plastic Spool/Shell 30 lbs 0.17 0.16 0.14 

55004M 3/4" x 260 in. 350 / case   (5 inner cases of 70) Plastic Spool/Shell 30 lbs 0.26 0.25 0.23 

55012M   1"  x 260 in. 250 / case   (5 inner cases of 50) Plastic Spool/Shell 30 lbs 0.29 0.26 0.24 

        

55008M 1/2" x 520 in. 500 / case   (5 inner cases of 100) Plastic Spool/Shell 18 lbs 0.23 0.22 0.20 

55010M 3/4" x 520 in. 350 / case   (5 inner cases of 70) Plastic Spool/Shell 18 lbs 0.38 0.35 0.29 

55014M   1"  x 520 in. 250 / case   (5 inner cases of 50) Plastic Spool/Shell 18 lbs 0.45 0.43 0.39 

        

55022M 1/2" x 610 in. 500 / case   (5 inner cases of 100) Plastic Spool/Shell 16 lbs 0.33 0.29 0.26 

55023M 3/4" x 610 in. 350 / case   (5 inner cases of 70) Plastic Spool/Shell 16 lbs 0.48 0.44 0.40 

        

55025M 1/2" x 1296 in 250 / case   (5 inner cases of 50) Plastic Spool/Shell 19 lbs 0.62 0.59 0.54 

55026M 3/4" x 1296 in. 150 / case   (bulk) Plastic Spool/Shell 19 lbs 1.07 1.00 0.93 

55028M   1"  x 1296 in. 150 / case   (bulk) Plastic Spool/Shell 19 lbs 1.27 1.19 1.09 

 

 
 Teflon Tapes for Gas Line (yellow) and SST (gray) also available – call for specifics 
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COLORED VINYL 
(Aisle Marking) 

 

150 - POLYVINYL CHLORIDE (PVC) - 6 MIL - SYNTHETIC RUBBER ADHESIVE 

 

 Used for a wide range of color coding applications, lane marking and safety coding to meet OSHA requirements, decorating, 

striping, and sealing. 

 Moisture, weather and chemical resistant offering excellent protection against abrasion. 

 Durable, puncture and tear resistant. 

 Adheres firmly, yet removes easily. 

 Forms a tight seal against air and moisture. 

 Comparable: 3M 471,764, Permacel P-34, Shurtape VP410, Tesa 60760 

 

15503_ 3/8" (9 mm)       x 36 yd 128 / case bulk 23 lbs 0.66 0.63 0.62 

15505_ 1/2" (12 mm)     x 36 yd  96 / case bulk 23 lbs 0.77 0.72 0.66 

15507_ 3/4" (19 mm)     x 36 yd  64 / case bulk 23 lbs 0.97 0.90 0.83 

15510_  1"   (25 mm)     x 36 yd  48 / case bulk 23 lbs 1.20 1.13 1.05 

15520_  2"   (50 mm)     x 36 yd  24 / case bulk 23 lbs 2.41 2.26 2.08 

15530_  3"   (75 mm)     x 36 yd  16 / case bulk 23 lbs 3.61 3.40 3.15 

15540_  4"   (100 mm)   x 36 yd  12 / case bulk 23 lbs 4.82 4.53 4.19 

L150108_0 48"  (1219 mm) x 36 yd   2 / case LOG 50 lbs   41.75 

        

15605_ 1/2" (12 mm)     x 60 yd  96 / case bulk 33 lbs 1.29 1.19 1.11 

15607_ 3/4" (19 mm)     x 60 yd  64 / case bulk 33 lbs 1.64 1.50 1.36 

15610_  1"   (25 mm)     x 60 yd  48 / case bulk 33 lbs 2.01 1.88 1.74 

15620_  2"   (50 mm)     x 60 yd  24 / case bulk 33 lbs 3.93 3.75 3.48 

15630_  3"   (75 mm)     x 60 yd  16 / case bulk 33 lbs 5.89 5.65 5.24 

15640_  4"   (100 mm)   x 60 yd  12 / case bulk 33 lbs 8.03 7.54 6.99 

L150180_0 48"  (1219 mm) x 60 yd   2 / case LOG 70 lbs   76.65 

 

Available: yellow (1), red (2), white (3), orange (4), dark blue (5), black (9), 

gray (7), green (8), brown (6), purple (0), and clear (05). 

 

 Cost effective - outlasts many other marking materials. 

 High visibility for immediate visual impact. 

 Excellent conformability to uneven shapes and surfaces. 

 

150C –CLEAN ROOM VINYL - POLYVINYL CHLORIDE (PVC) - 6 MIL - SYNTHETIC RUBBER ADHESIVE - WHITE 

 

 3” Plastic Core, rolls are individually bagged for clean-room applications 

 Moisture, weather and chemical resistant offering excellent protection against abrasion. 

 Durable, puncture and tear resistant and forms a tight seal against air and moisture. 

 Adheres firmly, yet removes easily. 

 

155203N 2" (50 mm)  x 36 yd  24 / case bulk 22 lbs 2.88 2.76 2.63 

 

** Check out our Sticky Mats – see page 61 **



Product 

Code 

Size Units 

Case 

Packaging Approx 

Weight 

1-5 

Cases 

6-19 

Cases 

20 + 

Cases 

 

- 9 -   

SAFETY STRIPE HAZARD 
 

 

Perfect for lane marking and hazard identification. Warns of physical hazards & dangers such as low pipes, ceilings, steps & doorways.  

When applied to trucks, forklifts & other vehicles, it increases danger awareness.          

Use it to mark fire equipment and hazardous areas to comply with OSHA regulations 1910.22 and 1920.144. 

 

 

 Black/Yellow - Used to mark obstructions, hand rails, steps, passageways, & hazard areas. 

 Red/White - Used to denote the placement of fire extinguishers and other fire equipment. 

 Black/White - Denotes potentially dangerous areas. 

 Purple/Yellow - Used to identify radiation hazards. 

 

 

141 - POLYVINYL CHLORIDE (PVC) - 6 MIL - SYNTHETIC RUBBER ADHESIVE 

 

14110_1  1"  (25 mm)     x 18 yd 48 / case bulk 13 lbs 1.08 1.01 0.96 

14120_1  2"  (50 mm)     x 18 yd 24 / case bulk 13 lbs 1.84 1.71 1.61 

14130_1  3"  (75 mm)     x 18 yd 16 / case bulk 13 lbs 2.75 2.56 2.41 

14140_1  4"  (100 mm)   x 18 yd 12 / case bulk 13 lbs 3.67 3.43 3.21 

L141054_ 48" (1219 mm) x 18 yd 2 / case LOG 15 lbs   30.67 

        

14110_2  1"  (25 mm)     x 36 yd 48 / case bulk 23 lbs 1.68 1.58 1.47 

14120_2  2"  (50 mm)     x 36 yd 24 / case bulk 23 lbs 3.19 2.97 2.73 

14130_2  3"  (75 mm)     x 36 yd 16 / case bulk 23 lbs 4.77 4.42 4.10 

14140_2  4"  (100 mm)   x 36 yd 12 / case bulk 23 lbs 6.35 5.93 5.48 

L141108_ 48" (1219 mm) x 36 yd 2 / case LOG 25 lbs   51.66 

 

Available: black/yellow (BY), red/white (RW), black/white (BW) 

 

 

143 - LAMINATED VINYL FILM - 6.5 MIL - ACRYLIC ADHESIVE 

 

 1.5 mil polypropylene overlaminate with 4  mil carrier.                                              

 Clear lamination protects the tape for long life & durability in heavy traffic areas.  

 Abrasion resistant. 

 Shiny surface and highly visible. 

 Comparable: 3M 5700, 5702, Permacel 257 

 

14310_1  1" (25 mm)   x 18 yd 48 / case bulk 13 lbs 2.01 1.94 1.86 

14320_1  2" (50 mm)   x 18 yd 24 / case bulk 13 lbs 3.67 3.53 3.38 

14330_1  3" (75 mm)   x 18 yd 16 / case bulk 13 lbs 5.51 5.30 5.06 

14340_1  4" (100 mm) x 18 yd 12 / case bulk 13 lbs 7.35 7.06 6.75 

        

14310_2  1" (25 mm)   x 36 yd 48 / case bulk 23 lbs 3.60 3.38 3.18 

14320_2  2" (50 mm)   x 36 yd 24 / case bulk 23 lbs 6.73 6.27 5.84 

14330_2  3" (75 mm)   x 36 yd 16 / case bulk 23 lbs 10.09 9.41 8.76 

14340_2  4" (100 mm) x 36 yd 12 / case bulk 23 lbs 13.45 12.54 11.68 

 

Available: black/yellow (BY), red/white (RW), black/white (BW), purple/yellow (PY). 
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ANTI-SLIP 
 

 

 For use indoors or outdoors on steps, ramps, walkways, industrial equipment, trucks, trailers, work areas, etc., 

Tape provides a safe, non-slip surface under shoe traffic and prevents unnecessary slips and falls. 

 

 

3200 - COARSE GRIT SURFACE - BLACK 

 

 Installed in seconds; just peel off paper backing and press in place. 

 Unaffected by climatic exposure & mild acid or alkali exposure under normal conditions. 

 Comparable: 3M Safety Walk, Jessup 3200 

 

75092 2" (50 mm)   x 60 ft 6 / case bulk 10 lbs 11.35 10.89 10.46 

75093 3" (75 mm)   x 60 ft 4 / case bulk 10 lbs 17.02 16.34 15.69 

75094 4" (100 mm) x 60 ft 3 / case bulk 10 lbs 22.70 21.79 20.92 

75096 6" (150 mm) x 60 ft 2 / case bulk 10 lbs 34.04 32.68 31.28 

 

 

3200C - SLIP RESISTANT SAFETY GRIT – COLORS 

 

 Solid colors with clear grit. 

 

75120_ 2" (50 mm)   x 60 ft 6 / case bulk 10 lbs 17.15 16.26 15.38 

75130_ 3" (75 mm)   x 60 ft 4 / case bulk 10 lbs 25.69 24.42 23.05 

75140_ 4" (100 mm) x 60 ft 3 / case bulk 10 lbs 34.23 32.47 30.77 

 

Available: clear (0), white (3), dark blue (5), yellow (1), green (8), orange (4), light blue (51), and red (2). 

 

 

3200BY - SLIP RESISTANT SAFETY GRIT – HAZARD STRIPE 

 

 Yellow and Black Diagonal Stripe 

 

75120BY 2" (50 mm)   x 60 ft 6 / case bulk 10 lbs 17.90 16.91 15.88 

75130BY 3" (75 mm)   x 60 ft 4 / case bulk 10 lbs 26.85 25.35 24.53 

75140BY 4" (100 mm) x 60 ft 3 / case bulk 10 lbs 35.81 33.80 31.75 

 

 

3200G - GLOW IN THE DARK ANTI-SLIP - GRIT 

 

 Peel and stick tape that glows in the dark. 

 Excellent luminescent properties. 

 For emergency exits, passageways, staircases, etc. 

 

75120G 2" (50 mm) x 60 ft 6 / case bulk 10 lbs 35.93 33.90 31.97 
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FLAGGING TAPE 
 

 

 Use for surveying, mapping, tagging, roping off an area, or any other marking application.  

 

 Available in a variety of bright and bold colors. 

 

 Minimum order - 12 rolls, any color, may order in multiples of 12. 
 

 

870 - STANDARD (NON-FLUORESCENT) 

 

 

8700_ 1 3/16" (30 mm) x 300 ft 12 / case bulk 6 lbs 0.93 0.87 0.80 

 

 

Available: red (2), orange (4), white (3), blue (5), yellow (1), and green (8). 

 

 

875 - GLO (FLUORESCENT) 

 

 

8750_ 1 3/16" (30 mm) x 150 ft 12 / case bulk 4 lbs 0.93 0.87 0.80 

 

 

Available: red (2), orange (4) blue (5), yellow (1), pink (6), and lime (8). 
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BARRICADE 

 

 

 

 Designed to protect & identify both above & below ground hazardous areas 

 ALL our Barricade films are noted as TRUE THICKNESS not Nominal! 
 

865 - CAUTION, CAUTION - NON-ADHESIVE POLYETHYLENE FILM - BLACK PRINT / YELLOW FILM 

  

86500 1.5 MIL 3" (75 mm) x 1000 ft 8 / case bulk 15 lbs 4.64 4.40 4.19 

         

86551 2 MIL 3" (75 mm) x  300 ft 16 / case bulk 18 lbs 2.04 1.82 1.66 

86501 2 MIL 3" (75 mm) x 1000 ft  8 / case bulk 24 lbs 5.68 5.34 4.97 

         

86503 3 MIL 3" (75 mm) x 1000 ft  8 / case bulk 34 lbs 7.17 6.84 6.45 

 

866 - DANGER, DANGER - 2 MIL - NON-ADHESIVE POLYETHYLENE FILM - BLACK PRINT / RED FILM 

 

86651 2 MIL 3" (75 mm) x  300 ft 16 / case bulk 18 lbs 2.04 1.82 1.66 

86601 2 MIL 3" (75 mm) x 1000 ft  8 / case bulk 24 lbs 5.68 5.34 4.97 

 

 

865 – Bilingual CAUTION, CUIDADO - NON-ADHESIVE POLY FILM - BLACK PRINT / YELLOW FILM    

  

86511 2 MIL 3" (75 mm) x 1000 ft  8 / case bulk 24 lbs 5.68 5.34 4.97 

       

866 - Bilingual DANGER, PELIGRO - NON-ADHESIVE POLY FILM - BLACK PRINT / RED FILM 

  

86611 2 MIL 3" (75 mm) x 1000 ft  8 / case bulk 24 lbs 5.68 5.34 4.97 

 

** Dispenser Boxes are available for 2 mil-1000 ft Caution Tapes ** 
 

Other Legends Available  The following are available on a special order basis, call for pricing. 
 

 CAUTION CONSTRUCTION COMPANY   BLACK & YELLOW STRIPE 

 CAUTION CUIDADO  DANGER DO NOT ENTER 

 CAUTION DO NOT ENTER  FIRE LINE DO NOT CROSS 

 CAUTION DO NOT ENTER / CUIDADO NO ENTRE  POLICE LINE DO NOT CROSS 

 CAUTION HARD HAT AREA  SHERIFFS LINE DO NOT CROSS 

 CRIME SCENE DO NOT CROSS  WET PAINT 

 

Polyethylene Colors Available: Yellow, Red, Orange, Green, Blue and Purple. 

 

892 – WOVEN BARRICADE TAPE 

 

 Woven Barricade Tape is a durable polypropylene tape that offers a long-lasting marking solution for off-limit or 

hazardous areas and crowd control. The tensile strength is 300 lbs. for 2” wide tape. 

 

892150 Yellow/Black 2” (50 mm) x 150 ft 48 / case bulk 38 lbs 4.58 4.40 4.08 

893150 Red/Black 2” (50 mm) x 150 ft 48 / case bulk 38 lbs 4.58 4.40 4.08 
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UNDERGROUND DETECTABLE TAPE 
 

 

 Use to immediately identify buried utility lines and pipelines. Provides visible warning message identifying the type of 

utility line below as well as a conductor to help locate & trace the line. 

 

 

845 - UNDERGROUND DETECTABLE - 5 MIL (2 mil polyethylene film reverse printed and laminated to  

 aluminum foil then laminated to 2 mil polypropylene film). 

 

 THE ULTIMATE PROTECTION FOR UNDERGROUND UTILITY LINES. 

 Helps prevent interrupted utility service, costly repairs, and possible liability. 

 Highly resistant to all chemical and organic compounds. 

 Immediately identifies the type of utility line buried below, both by permanently printed legend and an APWA designated utility 

color. 

 

8452_ 2" (50 mm)   x 1000 ft 9 / case bulk 45 lbs 18.85 17.80 16.75 

8453_ 3" (75 mm)   x 1000 ft  6 / case bulk 45 lbs 28.30 26.69 25.15 

8456_ 6" (150 mm) x 1000 ft 4 / case bulk 45 lbs 56.60 53.39 50.30 

 

 

 Legends Available: 

 

 Red – Buried Electrical Line Below (2) 

 Blue – Buried Water Line Below (5) 

 Green – Buried Sewer Line Below (8) 

 Yellow – Buried Gas Line Below (1) 

 Orange – Buried Telephone Line Below (4) 

 

 

UNDERGROUND NON-DETECTABLE WARNING TAPE 
 

 

868 - UNDERGROUND NON-DETECTABLE - 4 MIL - NON-ADHESIVE POLYETHYLENE 

 

 100% virgin LDPE with lead free pigments and colors stabilizers to resist bleeding. 

 For use trenched or direct buried facilities. 

 Identifies the type of utility line buried, below, both by printed legend and an APWA designated utility color. 

 Highly resistant to all alkaline, chemical and organic compounds. 

 

8683_ 3" (75 mm)   x 1000 ft  8 / case bulk 39 lbs 15.47 14.30 13.13 

8686_ 6" (150 mm) x 1000 ft 6 / case bulk 39 lbs 30.91 28.60 26.26 

 

 

 Legends Available: 

 

 Red – Buried Electrical Line Below (2) 

 Blue – Buried Water Line Below (5) 

 Green – Buried Sewer Line Below (8) 

 Yellow – Buried Gas Line Below (1) 

 Orange – Buried Telephone Line Below (4) 
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REFLECTIVE 
 

835 – REFLECTIVE - ENGINEER GRADE  - 6.8 MIL 

 

835_ One inch (25.4 mm) x 150ft  bulk  19.95 19.21  18.39 

836_ One inch (25.4 mm) x   30ft  bulk  8.62 8.24 7.89 

 

Sold by the roll. 
Available: silver(white) (3), yellow (1), red (2), orange (4), blue (5), green (8). 

 

837 - REFLECTIVE HAZARD (Safety Stripe) - 6.8 MIL 

     

 Engineering grade. 

 Seven year outdoor life. 

 80 lb. Kraft release liner. 

 Application temperature: above 32F. 

 Meets federal specification L-S-300C, reflectivity 1, class 1. 

 

83720_ 2" (50.8 mm) x   30 ft 24 / case bulk  14.31   

83730_ 2" (50.8 mm) x 150 ft  6 / case bulk  69.00   

 

Available: black/yellow (1), red/white (2) 

 

REFLECTIVE TRUCK TAPE 
(Vehicle Conspicuity) 

 

NHTSA Conspicuity regulations, effective Dec. 1, 1993, mandate that all new trailers 10,000 lbs. CVW and 80" wide or  larger,  must be 

reflectorized with alternating red and white retro-reflective sheeting on the sides, bottom or rear door and (ICC Bar) and two pieces of 

white sheeting on the upper corners of the rear. 

 

838 - REFLECTIVE TRUCK TAPE - 8 MIL - POLYESTER FILM - RED/WHITE STRIPE WITH RELEASE LINER 

 

 Provides clear warning to oncoming motorist to help reduce accidents. 

 Designed for rugged outdoor use on the sides and rear of truck/trailers or other vehicles. 

 Easy to apply to smooth surfaces, or surfaces where tape must go around rivets. 

 Tough, weather and solvent resistant, resists cracking and lifting around rivets. 

 Durable & impact resistant material retains its reflexitivity even after impact against the loading dock or abrasion by chain. 

 Flexible, extremely easy to apply, 100% adhesion - No air pockets to fill with water and dirt. 

 Minimum 700 candlepower/typically 1000 candlepower. 

 Seven year durability. 

 

838202 2" (50.8 mm) x 150 ft 4 / case bulk 3 lbs / roll 97.85 Per Roll (broken case) 

     90.64 Per Roll (full case) 

 

 Specification Compliance: 

 

 ASTM-D 4956-93B, TYPE V 

 LS 300C 

 FP 92 

 NHTSA 49CFR Part 571 

 DOT - C2                                                                                
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CARTON SEALING 
 

 

All of Electro Tapes' carton sealing tapes feature a non-yellowing and UV resistant acrylic based adhesive system. Acrylic 

outperforms hot melt rubber based adhesive systems. Acrylic carton sealing tapes maintain their adhesive properties better and longer; 

they perform better at temperature extremes. Acrylic tapes can be stored and used for extended periods of time while their performance 

properties remain constant even in temperature extremes.  They are more resistant to ageing, weathering, sunlight and discoloration than 

hot melt tapes. They offer greater clarity and visual appeal than hot melt and possess better ultra violet stability over extended 

periods of time. 

 

 

Application Temperature: 32ºF to 150ºF 

 

Operating Temperature: 0º to 200ºF 

 

804 - POLYPROPYLENE - 1.8 MIL - ACRYLIC ADHESIVE – CLEAR 

 

80465 2" (48 mm) x   55 yd 36 / case bulk 13 lbs 0.60 0.57 0.54 

80475 2" (48 mm) x 110 yd 36 / case bulk 24 lbs 1.08 1.04 0.99 

R80025 2" (48 mm) x   55 yd 36 / case cello/label 14 lbs 0.78 0.75 0.71 

 

 

805 - POLYPROPYLENE - 2 MIL - ACRYLIC ADHESIVE – CLEAR 

 

80565 2" (48 mm) x   55 yd 36 / case bulk 15 lbs 0.65 0.61 0.58 

80575 2" (48 mm) x 110 yd 36 / case bulk 25 lbs 1.18 1.13 1.08 

80585 3" (72 mm) x 110 yd 24 / case bulk 25 lbs 1.78 1.69 1.62 

 

 

805 - POLYPROPYLENE - 2 MIL - ACRYLIC ADHESIVE – TAN 

 

80561 2" (48 mm) x   55 yd 36 / case bulk 15 lbs 0.65 0.61 0.58 

80571 2" (48 mm) x 110 yd 36 / case bulk 25 lbs 1.18 1.13 1.08 

 

 

807 - POLYPROPYLENE - 2.4 MIL - ACRYLIC ADHESIVE - TAN (1), CLEAR (5) - Comparable: 3M 313 

 

8076_ 2" (48 mm) x   55 yd 36 / case bulk 16 lbs 1.57 1.47 1.40 

 

 

 

 

808 - POLYPROPYLENE – 2.6 MIL - ACRYLIC ADHESIVE - CLEAR  Only  

  

80875 2" (48 mm) x   110 yd 36 / case bulk 31 lbs 1.45 1.36 1.25 

80885 3" (72 mm) x   110 yd 24 / case bulk 31 lbs 2.18 2.04 1.87 
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CARTON SEALING 
 

 

800 - POLYPROPYLENE - 2.2 MIL - ACRYLIC ADHESIVE - ULTRA CLEAR (clear to the core). 

 

R80055 2" (48 mm) x 22.2 yd    24 / case dispenser w/header  1.07 1.02 1.00 

 

 

812 - POLYPROPYLENE - 2.2 MIL - ACRYLIC ADHESIVE - ULTRA CLEAR (clear to the core)  

 - LOW NOISE / FREEZER TAPE 

 

81265 2" (48 mm) x   55 yd 36 / case bulk 16 lbs 1.74 1.64 1.54 

81275 2" (48 mm) x 110 yd 36 / case bulk 32 lbs 3.48 3.25 3.01 

 

 

813 - POLYPROPYLENE - 2.6 MIL - ACRYLIC ADHESIVE - ULTRA CLEAR (clear to the core) 

 

81375 2" (48 mm) x   55 yd 36 / case bulk 18 lbs 2.11 2.02 1.93 

81385 2" (48 mm) x 110 yd 36 / case bulk 33 lbs 4.25 4.00 3.82 

 

 

 

CARTON SEALING - COLORS 
 

 

806 - COLORED POLYPROPYLENE - 2.0 MIL - ACRYLIC ADHESIVE 

 

 High performing box sealing tape providing reliable all temperature performance without flagging. 

 Excellent resistance to aging, weathering, sunlight and yellowing. 

 

8067_ 2" (48 mm) x 110 yd 36 / case bulk  1.76 1.67 1.59 

      

Available: red (2), white (3), blue (5), green (8), yellow (1), orange (4), black (9), and purple (55) 

 

 

CARTON SEALING – HOT MELT ADHESIVE 
 

 

809 - POLYPROPYLENE - 2.2 MIL – SYNTHETIC RUBBER  ADHESIVE - CLEAR 

 

80921 2" (48 mm) x 110 yd 36 / case bulk  2.18 2.09 2.01 

80931 3" (72 mm) x 110 yd 24 / case bulk  3.27 3.14 3.01 
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CUSTOM PRINTED - CARTON SEALING 

 
 

Available in Polypropylene, UPVC, and Water Activated Gum Tape! 
 

You specify the film color and ink color(s) and legend! 
 

Call for Pricing & Details… 
 

   Great Way to Advertise – Inexpensive!  Only adds a few ¢ to package cost! 

   Reduces Pilferage – acts as a Tamper Evident Tool 

 Stock Legends Available (red print on white film): 

 FRAGILE HANDLE WITH CARE 

 STOP - If seal is broken or package damaged check contents before signing receipt.  
 

814 - IMPRINTED POLYPROPYLENE - 2.0 MIL  

 

814__ 2" (48 mm) x 110 yd 36 / case bulk 23 lbs  Non-Stock - Call for Pricing  

 

 

CARTON SEALING - UPVC 
 

810 - UPVC - 2.2 MIL - NATURAL RUBBER BASED ADHESIVE - TAN (1), CLEAR (5) - Comparison: Central 530 

 

8101_ 2" (48 mm) x   55 yd 36 / case bulk 16 lbs 2.22 2.11 2.00 

 

 

FLATBACK CARTON SEALING - PAPER 
 

534 - KRAFT - 7.4 MIL PREMIUM PAPER CARTON SEALING - NATURAL RUBBER BASED - NATURAL 

 

 Used for heavy duty carton sealing and splicing. Also used as a moisture barrier for carpets. 

 Consistently seals boxes properly and securely. Approved for packaging by U.S postal service and UPS. 

 No set-up time as with water activated tapes - more efficient production, less waste. 

 Hand tearable - No costly equipment. 

 Comparable:  Shurtape FP97, IPG 534, 3M 2515, Cantech 134 

 

83110 2" (48 mm) x   60 yd 24 / case bulk 26 lbs 4.02 3.79 3.59 
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GUMMED PAPER 
 

 

614 - REINFORCED KRAFT - NON ASPHALTIC - NATURAL - WATER ACTIVATED 

 

 Strong and economical. 

 One strip, top and bottom, easily seals the box. 

 Up to 50% stronger than other closure methods. 

 Save on material, labor and time. 

 

60014 3" (72 mm) x 375 ft 8 / case bulk 22 lbs 4.60   

 

 

 

LABEL PROTECTION 

 

820 - POLYPROPYLENE - 1.6 MIL - ACRYLIC ADHESIVE - CLEAR 

 

82004 4" (96 mm)   x  72 yd 18 / case bulk 13 lbs 2.85 2.70 2.54 

82005 5" (120 mm) x  72 yd 12 / case bulk 13 lbs 3.58 3.37 3.18 

82006 6" (144 mm) x  72 yd 12 / case bulk 13 lbs 4.28 4.06 3.83 

 

 

 

PACKING LIST ENVELOPES 
 

 

950 - PACKING LIST ENVELOPES - PRESSURE SENSITIVE - WITH WINDOW 

 

95000 4-1/2" x 5-1/2" 1000 / case bulk 8 lbs 17.71 16.95  
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PALLET WRAP 
 

A high performance hand wrap designed to securely unitize irregularly shaped and difficult to wrap loads. 

Manufactured of a quality three layer, cast, coextruded, linear low density polyethylene film with both side cling. 

 

 Excellent puncture resistance, tensile strength, elongation and performance. 

 Excellent load retention and stretch memory. 

 Excellent compressive force for tighter load holding. 

 Will perform consistently at higher stretch levels, resulting in excellent cost performance value. 

 

80G - HANDWRAP - 80 GAUGE 

 

91080 15"  x  1500 ft 4 / case bulk 33 lbs  Call for Pricing  

91280 18"  x  1500 ft 4 / case bulk 41 lbs  Call for Pricing  

 

90G - HANDWRAP - 90 GAUGE 

 

91090 15"  x  1500 ft 4 / case bulk 39 lbs  Call for Pricing  

91290 18"  x  1500 ft 4 / case bulk 46 lbs  Call for Pricing  

 

Due to the constant fluctuation in stretch film pricing, please call for current pallet pricing (48 cases). 

 

* SEE OUR PALLET WRAP DISPENSERS ON PG.  65 
 

115B - STRETCH BAND - 115 GAUGE 

 

 Replaces twines, tapes and strapping 

 Protects your products from scratching 

 Eliminates adhesive residue left behind by sticky tape  

 

918115 3"    x  1000 ft 18 / case bulk 27 lbs  Call for Pricing  

 

 
580SB - STRETCH BAND - 80 GAUGE – One Dispenser PER BOX 

 

 Replaces twines, tapes and strapping / Protects your products from scratching 

 Eliminates adhesive residue left behind by sticky tape  

 Includes one dispenser per box for ease in application 

 

91680 5"    x  1000 ft 12 / case bulk 25 lbs  Call for Pricing  

 
580EH - STRETCH BAND - 80 GAUGE – “WITH EXTENDED HANDLE per roll” 

 

 Replaces twines, tapes and strapping / Protects your products from scratching 

 Eliminates adhesive residue left behind by sticky tape  

 Convenient Built-in Handle in each roll makes wrapping a Snap! 

 

91681 5"    x  1000 ft 12 / case bulk 27 lbs  Call for Pricing  
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POLYPROPYLENE STRAPPING 
 

 

An economical alternative to filament strapping tapes for most of your palletizing, bundling and unitizing applications. Properly applied 

tape shrinks around loads and holds them tight while its impact strength allows for give and take without snapping. 

 

 

100 - REGULAR STRENGTH - 3 MIL - 90 LB. TENSILE - BLACK (0), CLEAR (2), WHITE (1) 

 

 - Comparable: Tesa 4090, 4091 

 

303_0 3/8" (9 mm)   x  60 yd 192 / case bulk 19 lbs 0.47 0.45 0.43 

303_2 1/2" (12 mm) x  60 yd 144 / case bulk 19 lbs 0.61 0.58 0.56 

303_4 3/4" (18 mm) x  60 yd  96 / case bulk 19 lbs 0.92 0.89 0.86 

303_6  1"   (24 mm) x  60 yd  72 / case bulk 19 lbs 1.26 1.22 1.16 

 

 

130 - MEDIUM STRENGTH - 6 MIL - 130 LB. TENSILE - IVORY - WRITE ON 

 

30402 1/2" (12 mm) x  60 yd 144 / case bulk 21 lbs 1.06 1.02 0.98 

30404 3/4" (18 mm) x  60 yd  96 / case bulk 21 lbs 1.40 1.34 1.29 

 

 

200 - HEAVY DUTY - 4.5 MIL - 150 LB. TENSILE - BLACK (0), CLEAR (2) 

 

 - Comparable: TESA 4092 

 

305_0 3/8" (9 mm)   x  60 yd 192 / case bulk 22 lbs 0.76 0.72 0.69 

305_2 1/2" (12 mm) x  60 yd 144 / case bulk 22 lbs 0.89 0.85 0.82 

305_4 3/4" (18 mm) x  60 yd  96 / case bulk 22 lbs 1.33 1.28 1.23 
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FILAMENT STRAPPING 
 

 

199 - FIBERGLASS REINFORCED POLYPROPYLENE - 100 LB. TENSILE - RUBBER BASED ADHESIVE – WHITE 

 

300105 1/2" (12 mm) x  60 yd 72 / case bulk 13 lbs 0.91 0.88 0.84 

300107 3/4" (18 mm) x  60 yd 48 / case bulk 13 lbs 1.29 1.22 1.17 

300110 1"    (24 mm) x  60 yd 36 / case bulk 13 lbs 1.70 1.62 1.55 

300120 2"    (48 mm) x  60 yd 24 / case bulk 17 lbs 3.42 3.26 3.11 

 

 

190 - FIBERGLASS REINFORCED POLYPROPYLENE - 110 LB. TENSILE - RUBBER BASED ADHESIVE - WHITE 

 

300903 3/8" (9 mm)   x  60 yd 96 / case bulk 14 lbs 0.82 0.80 0.79 

300905 1/2" (12 mm) x  60 yd 72 / case bulk 14 lbs 1.03 1.00 0.97 

300907 3/4" (18 mm) x  60 yd 48 / case bulk 14 lbs 1.55 1.51 1.47 

300910  1"   (24 mm) x  60 yd 36 / case bulk 14 lbs 2.02 1.98 1.93 

300920  2"   (48 mm) x  60 yd 24 / case bulk 18 lbs 4.05 3.96 3.87 

 

 

193 - FIBERGLASS REINFORCED POLYPROPYLENE - 130 LB. TENSILE - RUBBER BASED ADHESIVE - WHITE 

  

300305 1/2" (12 mm) x  60 yd 72 / case bulk 15 lbs 1.26 1.21 1.16 

300307 3/4" (18 mm) x  60 yd 48 / case bulk 15 lbs 2.01 1.93 1.85 

300310  1"   (24 mm) x  60 yd 36 / case bulk 15 lbs 2.68 2.57 2.47 

300320  2"   (48 mm) x  60 yd 24 / case bulk 19 lbs 5.36 5.15 4.94 

 

 

197 - FIBERGLASS REINFORCED POLYPROPYLENE - 160 LB. TENSILE - RUBBER BASED ADHESIVE – TAN 

 

300705 1/2"  (12 mm) x  60 yd 72 / case bulk 16 lbs 1.26 1.21 1.16 

300707 3/4"  (18 mm) x  60 yd 48 / case bulk 16 lbs 1.88 1.80 1.73 

300710 1"     (24 mm) x  60 yd 36 / case bulk 16 lbs 2.50 2.40 2.31 

300715 1 ½" (36 mm) x  60 yd 24 / case bulk 16 lbs 3.75 3.60 3.46 

300720 2"     (48 mm) x  60 yd 24 / case bulk 20 lbs 5.00 4.80 4.62 

 

 

191 - FIBERGLASS REINFORCED POLYPROPYLENE - 285 LB.TENSILE - RUBBER BASED ADHESIVE - CLEAR 

 - Comparable: 3M 893 

 

300505 1/2" (12 mm) x  60 yd 72 / case bulk 19 lbs 1.72 1.65 1.58 

300507 3/4"" (18 mm) x  60 yd 48 / case bulk 19 lbs 2.45 2.35 2.26 

300510 1"  (24 mm) x  60 yd 36 / case bulk 19 lbs 3.27 3.14 3.01 

300520 2"  (48 mm) x  60 yd 24 / case bulk 25 lbs 6.54 6.28 6.02 
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MASKING 
 

 

250 - GENERAL PURPOSE - CREPE PAPER - NATURAL RUBBER ADHESIVE - IMPORT 

 

 Economical tape offering both economy and versatility for a variety of applications. 

 Use for general purpose packaging, bundling, holding, splicing, masking and labeling. 

 Improved / Higher adhesion to own backing!  Beefier Paper!   

 Thickness:  5.0 mils / Tensile & Elongation: 19 lb/inch & 9% / Adhesion to SST: 28 oz/inch 

 Rated service temperature 32°F to 160°F – NOT SUITABLE FOR SOLVENT BASED PAINTS or OVEN BAKE CYCLES 

 

 

25001 1/2"  (12 mm) x  60 yd 72 / case accordion wrap / sleeved 13 lbs 0.47 0.43 0.41 

25002 3/4"  (18 mm) x  60 yd 48 / case accordion wrap / sleeved 13 lbs 0.63 0.59 0.55 

25004 1"     (24 mm) x  60 yd 36 / case accordion wrap / sleeved 13 lbs 0.85 0.79 0.75 

25006 1 ½" (36 mm) x  60 yd 24 / case accordion wrap / sleeved 13 lbs 1.28 1.19 1.09 

25008 2"     (48 mm) x  60 yd 24 / case accordion wrap / sleeved 16 lbs 1.70 1.59 1.47 

25009 3"     (72 mm) x  60 yd 12 / case accordion wrap / sleeved 13 lbs 2.56 2.36 2.18 

25012 4"     (96 mm) x  60 yd 12 / case accordion wrap / sleeved 13 lbs 3.43 3.15 2.92 

        

R25012 3/4"  (18 mm) x  60 yd 48 / case cello / label 13 lbs 0.78 0.75 0.68 

R25014 1"     (24 mm) x  60 yd 36 / case cello / label 13 lbs 1.00 0.95 0.86 

R25016 1 ½" (36 mm) x  60 yd 24 / case cello / label 13 lbs 1.41 1.31 1.24 

R25018 2"     (48 mm) x  60 yd 24 / case cello / label 16 lbs 1.85 1.72 1.59 

 

 

 

 

254 – INDUSTRIAL GRADE - CREPE PAPER – CURED NATURAL RUBBER ADHESIVE  

 

 Mid grade performance suitable for use in masking applications where moderate heat is applied. 

 Saturated paper and cured NR adhesive also allow for use with most solvent based paints at moderate temps. 

 Slightly better paper properties than for  #250 such as higher tensile and elongation – better for masking of contoured surfaces 

 Thickness:  5.6 mils / Tensile & Elongation: 20 lb/inch & 10% / Adhesion to SST: 32 oz/inch 

 Rated service temperature 0°F to 203°F 

 
254N05 1/2"  (12 mm) x  60 yd 72 / case bulk 13 lbs 0.55 0.52 0.49 

254N07 3/4"  (18 mm) x  60 yd 48 / case bulk 13 lbs 0.82 0.78 0.74 

254N10 1"     (24 mm) x  60 yd 36 / case bulk 13 lbs 1.01 0.96 0.90 

254N15 1 ½" (36 mm) x  60 yd 24 / case bulk 13 lbs 1.51 1.43 1.36 

254N20 2"     (48 mm) x  60 yd 24 / case bulk 18 lbs 1.82 1.74 1.65 

254N30 3”     (72mm)  x  60yd 12 / case bulk 13 lbs 3.02 2.86 2.72 
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UV RESISTANT MASKING 
 

 

108 – 14 DAY BLUE – PAINTERS GRADE MASKING - 5.5 MIL -  ACRYLIC ADHESIVE                

 

 Now with HIGHER TACK for broader non-painting applications!   

 Specially formulated adhesive system permits clean removal from a wide variety of surfaces up to 14 days. 

 Excellent UV resistance means clean removability even after exposure to sunlight. 

 Good conformability and tensile strength.  

 Excellent tape for even the most demanding paint applications. Hold up poly on walls, hold down floor covers, etc. 

 Also recommended for use on glass, most wallpaper, metal, painted or unpainted wood, and stained or painted wallboard. 

 Adhesion/SST:   22 oz/in.   Tensile Strength :  22 lbs/in.    Elongation :  6 %. 

 NOTE: Not recommended for lacquer applications or for use on lacquered applications. 

  

25542 3/4"  (18 mm) x  60 yd 64 / case bulk 18 lbs 1.69 1.61 1.48 

25544 1"     (24 mm) x  60 yd 48 / case bulk 18 lbs 2.25 2.12 1.92 

25546 1 ½" (36 mm) x  60 yd 32 / case bulk 18 lbs 3.37 3.18 2.89 

25548 2"     (48 mm) x  60 yd 24 / case bulk 18 lbs 4.49 4.25 3.86 

      

* Logs in stock – other widths available, we can slit to size as needed. 

 

 

 

275 - 7 DAY GREEN – UV RESISTANT MASKING - 5.7 MIL - CREPE –NR BLENDED ADHESIVE 

 

 Premium Safe Tack – Special adhesive system permits clean removal from a wide variety of surfaces, for up to 7 days. 

 UV and solvent resistant to prevent bleed through – higher tack and greater shear than #108 blue to handle more industrial 

applications that require better hold (drop cloths) or for more textured surfaces.  

 Also recommended for use on glass, most wallpaper, metal, painted or unpainted wood, and stained or painted wallboard. 

 Adhesion/SST : 18 oz/in.   Tensile Strength : 18 lbs/in.    Elongation : 6 %. 

 NOTE: Not recommended for lacquer applications. 

  

27507 3/4"  (18 mm) x  60 yd 48 / case bulk 16 lbs 1.54 1.48 1.43 

27510 1"     (24 mm) x  60 yd 36 / case bulk 16 lbs 1.93 1.86 1.79 

27515 1 ½" (36 mm) x  60 yd 24 / case bulk 16 lbs 2.89 2.77 2.67 

27520 2"     (48 mm) x  60 yd 24 / case bulk 21 lbs 3.85 3.72 3.57 

 

* Logs in stock – other widths available, we can slit to size as needed. 
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OFFICE SUPPLY 
 

 

 

720 - STATIONERY (HAND TEARABLE) - POLYPROPYLENE - 2MIL 

 - SOLVENT BASED ACRYLIC ADHESIVE - CLEAR  

 

 Non-yellowing. 

 

 

72064 1/2" (12 mm) x 36 yd   1" core 288 / case cello & sub-packed 16 lbs 0.31 0.30 0.29 

72066 3/4" (18 mm) x 36 yd   1" core 192 / case cello & sub-packed 16 lbs 0.48 0.46 0.44 

        

72074 1/2" (12 mm) x 72 yd   3" core 144 / case cello & sub-packed 20 lbs 0.58 0.56 0.52 

72076 3/4" (18 mm) x 72 yd   3" core  96 / case cello & sub-packed 20 lbs 0.85 0.81 0.78 

72078 1"    (24 mm) x 72 yd   3" core  72 / case bulk 20 lbs 1.16 1.10 1.06 

 

 

 

UPVC BAG SEALING 
(Produce Tape) 

 

 

850BS - PRODUCE (UPVC) - RED (2), GREEN (8), BLUE (5), ORANGE (4), YELLOW(1), & BLACK (9) - PRINTABLE 

 

8500_ 3/8"  x  180 yd 96 / case bulk 25 lbs 2.40 2.29 2.18 

 

            

850BS - PRODUCE (UPVC) – WHITE (3), CLEAR (0), & TAN (6) 

 

8500_ 3/8"  x  180 yd 96 / case bulk 23 lbs 1.69 1.60 1.53 
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ELECTRICAL TAPES 
 

These tapes are suitable for use on insulated conductors at temperatures as noted in following table, and if so 

designated and marked, meet the following special requirements: 

 

FLAME RETARDANT  - Indicates that an insulating tape complies with the requirements for flame retardancy 

COLD RESISTANT  - Indicates that an insulating tape may be used to insulate splices while subjected to  

   temperatures noted below 

HEAT RESISTANT: - Indicates that an insulating tape may be used to insulate splices while subjected to  

   temperatures noted below 

 

 

ELECTRICAL TAPE COMPARISONS 
 

ET No. Thickness Specification 
Flame 

Retardant 

Cold 

Resistant 

Heat 

Resistant 

Weather 

Resistant 
Color Page 

850 8.5 mil 

Elongation (%) 200 

Tensile Strength (lb. in.) 21 

Adhesion to Steel (oz. in.) 19 

Yes -12°C 

 

105°C BEST Black 28 

85CW 8 mil 

Elongation (%) 270 

Tensile Strength (lb. in.) 22 

Adhesion to Steel (oz. in.) 21 

Yes 0°C 

 

80°C Better Black 27 

750 7 mil 

Elongation (%) 200 

Tensile Strength (lb. in.) 21 

Adhesion to Steel (oz. in.) 19 

Yes -12°C 

 

105°C BEST Black 29 

75AW 7.5 mil 

Elongation (%) 200 

Tensile Strength (lb. in.) 19 

Adhesion to Steel (oz. in.) 18 

Yes 0°C 

 

80°C Better Black 27 

75A 7.5 mil 

Elongation (%) 200 

Tensile Strength (lb. in.) 18 

Adhesion to Steel (oz. in.) 16 

Yes 0°C 

 

80°C Better Black 28 

70B 7.5 mil 

Elongation (%) 230 

Tensile Strength (lb. in.) 18 

Adhesion to Steel (oz. in.) 18 

Yes 0°C 

 

80°C Better Black 29 

70 7 mil 

Elongation (%) 200 

Tensile Strength (lb. in.) 18 

Adhesion to Steel (oz. in.) 17 

Yes 0°C 

 

80°C Better Black 30 

68 7 mil 

Elongation (%) 200 

Tensile Strength (lb. in.) 18 

Adhesion to Steel (oz. in.) 16 

Yes 0°C 

 

80°C Good Black 30 

65 7 mil 

Elongation (%) 200 

Tensile Strength (lb. in.) 18 

Adhesion to Steel (oz. in.) 16 

Yes 0°C 

 

80°C Good Black 31 

60 7.5 mil 

Elongation (%) 200 

Tensile Strength (lb. in.) 18 

Adhesion to Steel (oz. in.) 17 

Yes 0°C 

 

80°C Good 
Eight 

Colors 
32 

103C 7 mil 

Elongation (%) 220 

Tensile Strength (lb. in.) 18 

Adhesion to Steel (oz. in.) 18 

Yes 0°C 

 

105°C Better 
Eight 

Colors 
35 
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COMPARATIVE PRODUCT GUIDE 
(Electrical Tapes) 

 

 

 

Electro Tape 3M Plymouth Rubber 

850 
88 

88T 
4243 

750 33+ 4453 

70B 

75A 
33 3117 

70 

65 
1700  

68 
HIGH 

LAND 
 

60 35 

SERIES 

3160 

3170 

3700 

11 22 3873 

170 27 
3451 

3456 

269 69  

40 2155 

2002 

2004 

2020 

45  

1002 

1004 

1038 

160 70 3455 

135 24 
5415 

5416 

138 77 
3817 

3819 

43L 23 W963 

43SW 130C L969 

MW101 2229 2626 

125 SCOTCHFIL 2074 

 

 

 

Note: The comparative product information shown represents the closest duplicate to our product. In some cases it is exact. 

However, due to manufacturing variances, slight deviations between products can be expected. 
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ELECTRICAL TAPES 
 

 

85CW - 8 MIL ALL WEATHER VINYL 

 

 Premium quality heavy duty. 

 Cold and weather resistant. 

 Thicker for quicker build-up and better mechanical/abrasion resistance. 

 A year round all weather tape providing complete electrical insulation and mechanical protection. 

 Tough, yet flexible offering a moisture tight seal even in extremely hot and cold temperatures. 

 High electrical resistance and excellent insulation efficiency. 

 Excellent resistance to weathering in rain, snow, and sunlight. 

 Resistant to chemicals, corrosive acids, alkalis, and solvents. 

 Applications: primary electrical insulation for all wire and cable splices rated up to 600 volts, protective jacketing for high 

voltage cable splices and repairs, harnessing of wires and cables. 

 Meets requirements of UL510 and CSA. 

 

100907 3/4" (19 mm)     x  66 ft 100 / case cello / label 26 lbs 0.81 0.78 0.74 

100907-1100 3/4" (19 mm)     x  66 ft 100 / case cello 26 lbs 0.79 0.75 0.66 

        

#85CW LOG 48”  (1219 mm) x  66 ft 2 / case log    40.50 

 

We can slit other widths to your exact specifications – call for details. 

 

 

75AW - 7.5 MIL ALL WEATHER VINYL 

 

 Premium quality. 

 Cold and weather resistant. 

 A year round all weather tape providing complete electrical insulation and mechanical protection. 

 Tough, yet flexible offering a moisture tight seal even in extremely hot and cold temperatures. 

 High electrical resistance and excellent insulation efficiency. 

 Excellent resistance to weathering in rain, snow, and sunlight. 

 Resistant to chemicals, corrosive acids, alkalis, and solvents. 

 Applications: primary electrical insulation for all wire and cable splices rated up to 600 volts, protective jacketing for high 

voltage cable splices and repairs, harnessing of wires and cables. 

 Meets requirements of UL510, CSA approved. 

  

 

100707 3/4" (19 mm)     x  66 ft 200 / case cello / label 56 lbs 0.74 0.71 0.66 

100707-1200 3/4" (19 mm)     x  66 ft 200 / case cello 56 lbs 0.74 0.71 0.66 

        

100707-3020 3/4" (19 mm)     x  66 ft 20 / case plastic container/display box 8 lbs 1.07 1.02 0.95 

        

100607-1100 3/4" (19 mm)     x  44 ft 100 / case cello 26 lbs 0.50 0.48 0.46 

        

#75AW LOG 48”  (1219 mm) x  66 ft 2 / case log    39.59 
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850 – 8.5 MIL PREMIUM  GRADE VINYL ELECTRICAL TAPE  

 

 High Quality, Lead-Free 8.5mil All Purpose Black electrical tape.   

 Tape maintains tensile strength, adhesion and integrity over broad temperature range. 

 Cold & Heat Resistant.  Suitable for cold and hot environments. 

  TEMPERATURE  RANGE:   -12°C to 105°C 

 High stretch and rebound nature provides moisture-tight electrical and mechanical protection. 

 Resists: UV rays, acids, alkalis, abrasion, moisture, and corrosion. 

 Meets ASTM D-3005 and MIL-I-24391C specifications  

 Comparable: Plymouth Premium 85,   3M 88 and 88T, Permacel 22, and Shurtape EV-57 

 Meets UL510 requirements.  CSA 22.2 approved.   

 

 1085207-1064 3/4" (19 mm)   x  20 ft  64 / case cello  0.59 0.56 0.53 

 1085220-1024 2" (50 mm)      x  20 ft  24 / case cello  1.14 1.09 1.05 

        

 108507-3048 3/4" (19 mm)    x  66 ft  48 / case cello/label/plastic container 33 lbs 1.46 1.41 1.36 

 108507-0100 3/4" (19 mm)    x  66 ft 100 / case cello / label 63 lbs 1.16 1.11 1.06 

 108507-1100 3/4" (19 mm)    x  66 ft 100 / case cello 63 lbs 1.13 1.08 1.03 

 108507-6100 3/4" (19 mm)    x  66 ft 100 / case bulk 62 lbs 1.09 1.04 0.99 

        

 108510-6048 1" (25 mm)       x  66 ft  48 / case bulk 40 lbs 1.52 1.45 1.39 

 108520-6024 2" (48 mm)       x  66 ft  24 / case bulk 40 lbs 3.04 2.90 2.78 

        

 1085807-6064 3/4" (19 mm)    x  108 ft  64 / case bulk  1.71 1.65 1.58 

 1085820-6024 2" (50 mm)       x  108 ft  24 / case bulk  4.01 3.85 3.70 

 

We can slit other widths to your exact specifications - call for details. 

 

 

75A - 7.5 MIL ALL WEATHER VINYL 

 

 Weather resistant. 

 Highly conformable. 

 Provides moisture-tight electrical and mechanical protection. 

 Resists: UV rays, acids, alkalis, abrasions, moisture, and corrosion. 

 Meets UL510 requirements, CSA approved. 

 

100007 3/4"  (19 mm) x   20 ft  60 / case cello  0.40 0.36 0.35 

100010 1"     (25 mm) x   20 ft  48 / case bulk  0.47 0.44 0.42 

100015 1 ½" (38 mm) x   20 ft  36 / case bulk  0.70 0.65 0.62 

100020 2"     (50 mm) x   20 ft  24 / case bulk  0.93 0.88 0.82 

        

101007 3/4"  (19 mm) x  108 ft 100 / case bulk 36 lbs 1.28 1.20 1.14 

101010 1"     (25 mm) x  108 ft  48 / case bulk 24 lbs 1.65 1.58 1.49 

101015 1 ½" (38 mm) x  108 ft  36 / case bulk 24 lbs 2.47 2.36 2.24 

101020 2"     (50 mm) x  108 ft  24 / case bulk 24 lbs 3.28 3.16 3.00 

 

We can slit other widths to your exact specifications - call for details. 
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750 – 7.0 MIL PROFESSIONAL GRADE VINYL ELECTRICAL TAPE  

 

 High Quality 7.0mil All Purpose Black electrical tape.   

 Tape maintains tensile strength, adhesion and integrity over broad temperature range. 

 Cold & Heat Resistant.  Suitable for cold and hot environments. 

  TEMPERATURE  RANGE:   -12°C to 105°C 

 High stretch and rebound nature provides moisture-tight electrical and mechanical protection. 

 Resists: UV rays, acids, alkalis, abrasion, moisture, and corrosion. 

 Meets ASTM D-3005 and HHI-595 specifications. 

 Comparable: Plymouth Premium 111,  3M Super 33+, and Permacel 29+  

 Meets UL510 requirements.  CSA approved.   

 

 

 1075207-1064 3/4" (19 mm)    x  20 ft  64 / case cello  0.51 0.48 0.46 

 1075220-1024 2" (50 mm)       x  20 ft  48 / case cello  1.03 0.99 0.95 

        

 107507-3048 3/4" (19 mm)     x  66 ft 48 / case cello/label/plastic container 31 lbs 1.29 1.24 1.20 

 107507-0100 3/4" (19 mm)     x  66 ft 100 / case cello / label 56 lbs 0.99 0.94 0.90 

 107507-1100 3/4" (19 mm)     x  66 ft 100 / case cello 56 lbs 0.96 0.92 0.88 

 107507-6100 3/4" (19 mm)     x  66 ft 100 / case bulk 55 lbs 0.92 0.88 0.84 

        

 107510-6048 1" (25 mm)        x  66 ft  48 / case bulk 35 lbs 1.30 1.24 1.18 

 107515-6032 1.5”(38mm)       x  66 ft  32 / case bulk 35 lbs 1.94 1.85 1.77 

 107520-6024 2" (48 mm)        x  66 ft  24 / case bulk 35 lbs 2.59 2.47 2.36 

 
We can slit other widths to your exact specifications - call for details. 

 

 

70B – 7.5 MIL ALL WEATHER VINYL 

 

 High quality. 

 Weather resistant. 

 Can be used under most  weather conditions. 

 Highly conformable. 

 Provides moisture-tight electrical and mechanical protection. 

 Resists: UV rays, acids, alkalis, abrasion, moisture, and corrosion. 

 Comparable: 3M 1700 and Permacel 29  

 Meets UL510 requirements, CSA approved. 

 

 

11014 - 0200 3/4" (19 mm) x   66 ft 200 / case cello / label 52 lbs 0.63 0.60 0.55 

        

L19048066 48”  (1219 mm) x  66 ft 2 / case bulk    33.71 

L19048108 48”  (1219 mm) x  108 ft 2 / case bulk    55.11 

 

We can slit other widths to your exact specifications - call for details. 
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70 – 7 MIL ALL WEATHER VINYL 

 

 Shiny finish. 

 Weather resistant. 

 Highly conformable. 

 Can be used under most weather conditions. 

 Provides moisture-tight electrical and mechanical protection. 

 Resists: UV rays, acids, alkalis, abrasion, moisture, and corrosion. 

 Comparable: 3M 1700 

 Meets UL510 requirements, CSA approved. 

 

 

12008 3/4" (19 mm) x  66 ft 200 / case cello/label 47 lbs 0.57 0.55 0.52 

12014 1"    (25 mm) x  66 ft  70 / case bulk 30 lbs 0.87 0.82 0.78 

12018 2"    (50 mm) x  66 ft  24 / case bulk 16 lbs 1.72 1.65 1.57 

 

We can slit other widths to your exact specifications - call for details. 

 

 

68 - 7 MIL GENERAL PURPOSE VINYL 

 

 Matte finish. 

 Weather resistant. 

 Can be used under all weather conditions. 

 Resists: UV rays, acids, alkalis, abrasion, moisture, and corrosion. 

 Provides moisture-tight electrical and mechanical protection. 

 Excellent for wire harnessing applications. 

 Comparable: 3M Highland Brand 

 Meets UL510 requirements, CSA approved. 

 

 

12108 3/4" (19 mm)     x    66 ft 200 / case cello / label  .59 .56 .51 

        

116807 3/4" (19 mm)     x  108 ft 100 / case bulk 36 lbs 1.00 .95 .90 

116810 1"    (25 mm)     x  108 ft  48 / case bulk 24 lbs 1.33 1.26 1.20 

116820 2"    (50 mm)     x  108 ft  24 / case bulk 24 lbs 2.50 2.43 2.36 

        

#68 LOG 48"  (1219 mm) x    66 ft 2 / case log    29.75 

#68 LOG 48"  (1219 mm) x  108 ft 2 / case log    48.00 

 

We can slit other widths to your exact specifications - call for details. 
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65 - 7 MIL GENERAL PURPOSE VINYL 

 

 All purpose electrical tape. 

 Weather resistant. 

 Provides moisture-tight electrical and mechanical protection. 

 Resists: UV rays, acids, alkalis, abrasion, moisture, and corrosion. 

 Comparable: 3M 1700, IPG 602 & 618, Permacel 22, Shurtape EV-57 and Tesa 53906 

 Meets UL510 requirements. 

 

 

12010 3/4"  (19mm)     x   30 ft 300 / case cello / label 32 lbs 0.29 0.26 0.25 

12060 3/4"  (19mm)     x   60 ft 200 / case cello / label 43 lbs 0.47 0.44 0.42 

12008R 3/4"  (19mm)     x   66 ft 200 / case cello / label 44 lbs 0.51 0.49 0.46 

        

12010 - 1300 3/4"  (19mm)     x   30 ft 300 / case cello 32 lbs 0.29 0.26 0.25 

12060 - 1200 3/4"  (19mm)     x   60 ft 200 / case cello 43 lbs 0.47 0.44 0.42 

12008R1200 3/4"  (19mm)     x   66 ft 200 / case cello 44 lbs 0.51 0.49 0.46 

        

12210 1"     (25mm)     x   66 ft  48 / case bulk 17 lbs 0.83 0.78 0.75 

12215 1 ½" (38mm)     x   66 ft  36 / case bulk 17 lbs 1.25 1.19 1.12 

12220 2"     (50mm)     x   66 ft  24 / case bulk 17 lbs 1.66 1.58 1.49 

        

12507 3/4"  (19mm)     x  108 ft 100 / case bulk 38 lbs 1.00 0.94 0.89 

12510 1"     (25mm)     x  108 ft  48 / case bulk 24 lbs 1.32 1.25 1.18 

12520 2"     (50mm)     x  108 ft  24 / case bulk 24 lbs 2.62 2.49 2.35 

        

#65 LOG 48"   (1219mm) x    66 ft 2 / case log    29.43 

#65 LOG 48"   (1219mm) x  108 ft 2 / case log    49.22 

 

 

We can slit other widths to your exact specifications - call for details. 
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60 – 7.5 MIL COLOR CODING VINYL 

  

 Weather resistant. 

 Provides moisture-tight electrical and mechanical protection. 

 Very conformable; ideally suited for wrapping small wires. 

 Resists: UV rays, acids, alkalis, abrasion, moisture, and corrosion. 

 Applications: color coding of circuit wires, motor leads, splices, and terminations. 

 Available in nine vibrant, fade resistant colors. 

 Meets UL510 requirements, CSA approved. 

 

 

1541_ - 1084 1/2" (12.5 mm)  x  20 ft   84 / case cello  0.26 0.25 0.24 

1541_ 1/2" (12.5 mm)  x  20 ft *84 / case boxed  0.31 0.30 0.29 

15496 1/2" (12.5 mm)  x  20 ft **84 / case assorted / boxed  0.31 0.30 0.29 

1542_ 3/4" (19 mm)     x  20 ft   60 / case cello  0.31 0.30 0.29 

        

1506_ - 0100 3/4" (19 mm)     x  66 ft 100 / case cello / label 25 lbs 0.61 0.56 0.54 

1506_ - 1100 3/4" (19 mm)     x  66 ft 100 / case cello 25 lbs 0.61 0.56 0.54 

1506_ - 0050 3/4" (19 mm)     x  66 ft  50 / case cello / label 13 lbs 0.66 0.63 0.60 

   50 / case assorted / cello / label 13 lbs 0.66 0.63 0.60 

        

1506_-3048 3/4" (19 mm)     x  66 ft  48 / case plastic container 13 lbs 0.98 0.94 0.91 

        

#60 LOG 48" (1219 mm)  x  66 ft   2 / case log 30 lbs   28.60 

 

 

Available: yellow (1), red (2), white (3), orange (4), blue (5), brown (6), gray (7), green (8) and purple (0). 

 

 

We can slit other widths to your exact specifications - call for details (available: yellow, red, white, blue, and green). 

 

 

* 20 ft packed 7 rolls per box, 12 boxes per case. 

** 20 ft assorted colors: red, white, blue, green, orange, yellow, and brown. 

*** 66 ft assorted: 5 sleeves of 10 rolls per color (specify colors desired). 
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11 - 10 MIL HEAVY DUTY VINYL 

 

 Our thickest vinyl electrical tape. 

 Specifically designed for insulation applications that require greater electrical and mechanical protection.  

 Weather resistant. 

 Provides moisture-tight electrical and mechanical protection with fewer wraps than thinner tapes. 

 Resists: UV rays, acids, alkalis, abrasions, moisture, and corrosion. 

 UL listed and CSA approved. 

 Comparable: 3M 22 and Plymouth 3873 (HD2) 

 

 

111007 3/4" (19 mm)  x  108 ft 60 / case bulk  1.80 1.69 1.63 

111010 1"    (25 mm)  x  108 ft 48 / case bulk  2.33 2.23 2.12 

 

We can slit other widths to your exact specifications - call for details. 

 

 

50 - 5 MIL WIRE HARNESS WRAP 

 

 SPVC film coated with a rubber based adhesive. 

 Matte finish. 

 High elongation and excellent conformability for wiring harness. 

   

 

12050 3/4" (19 mm)  x  60 ft 200 / case bulk 29 lbs 0.44 0.42 0.40 

   

 

135ES - ELECTRICAL SHIELDING 

 

 An all metal .005 tinned copper braid for shielding all high voltage splices and terminations. 

 Highly conformable, use to continue shielding across a splice. 

 Nonflammable and non-corrosive, compatible with cable oils, common solvents, and adhesives. 

 Highly conductive. 

 Easily soldered. 

 Meets ASTM B33 

 Comparable: 3M 24 and Plymouth Rubber 5415, 5416 (15 Plybraid). 

  

 

13510-1048 1" (25 mm) x  15 ft 48 / case bulk  8 lbs 2.47   

 

 

138 - ARC AND FIREPROOFING TAPE 

 

 Fire retardant. Protects cables from fire and fault areas. 

 It is used to contain the intense heat of a cable fault and to protect adjacent cables in confined areas. 

 Designed to seal out flame, smoke, fumes and toxic gases. 

 Water-based, chemically inert, and conformable. 

 Meets ASTM standard E119 and E814 (UL 1479) tests in which the firestrip is exposed to temperatures approaching 2000
0
F. 

 Comparable: 3M 77 and Plymouth 3817, 3819 (53 Plyarc) 

 

13815 1 ½" (38 mm) x  20 ft 20 / case bulk  7.72   

13830 3"     (75 mm) x  20 ft 10 / case bulk  15.44   
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MW101 – MASTIC RUBBER WRAP – MADE IN USA 

 

 Self bonding rubber electrical grade mastic. 

 Thickness at 1/8” (.125”) 

 Use for insulating and moisture sealing splices and terminations on solid electric cable. 

 Can be wrapped, stretched or molded around irregular shapes for insulation build up, water sealing and surface protection. 

 Provides superior adhesion, moisture and chemical resistance. 

 Use in conjunction with Electro‟s premium vinyl for optimum performance. 

 Widely used for cellular tower electrical splices. 

 Comparable: 3M 2229 and Plymouth 2626 (10 Plyseal) 

 

436000 2 ½" (63 mm) x  24" 96 / case 16/inner box 47 lbs 1.46 1.35 1.23 

 

 

MEW102 – MASTIC ELASTOMERIC WRAP – MADE IN USA 

 

The NEW MEW102 R.F. cable splice kit employs a SINGLE WRAP 

cutting the installation time to a fraction of time it takes for usual procedures. 

 

 Constructed of a Butyl mastic married to an elastormeric cover.   No outer jacketing required! 

 Less than 5 minutes to apply – less than 30 seconds for clean removal. 

 Thickness at 1/16” (0.060”). 

 Widely used for R.F. Cable / Cellular connections. 

 Both insulates & weatherproofs. 

 Complete instructions with each kit. 

 

43601 2" (50.8 mm)  x  60"   40/case   8.55 8.25 7.98 

 

 

7 – ELECTROPLATERS YELLOW VINYL TAPE 

 

 7 Mil Thickness 

 Pressure Sensitive 

 Highly Resistant to Oil, Acid, Alkalines, Corrosive Chemicals 

 Excellent adhesion to plastics and metals. 

 Highly conformable 

 Comparable:  Plymouth 2147 and 3M 471 

 

158051 1/2"  (12.5 mm)  x  66  ft   96 / case bulk 16 lbs 0.44 0.43 0.40 

158071 3/4"  (19 mm)     x  66  ft   64 / case bulk 16 lbs 0.67 0.64 0.62 

158101 1"     (25 mm)     x  66  ft   48 / case bulk 16 lbs 0.88 0.85 0.83 

158151 1 ½" (38 mm)     x  66  ft   36 / case bulk 16 lbs 1.33 1.30 1.23 

158201 2"     (50 mm)     x  66  ft   24 / case bulk 16 lbs 1.76 1.71 1.65 
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PREMIUM ELECTRICAL TAPES 
 
 
103 - 7 MIL PREMIUM – LOW LEAD TAPE 

 

 Cold and weather resistant.   

 Extremely resistant to acids, chemical, oil, and moisture. 

 Provides excellent electrical and mechanical protection for jobs requiring high dielectric strength and 

conformability. 

 UL510 listed and CSA approved. Meets ROHS & California standards on lead content. 

 Meets military specification HH-I-595C. 

 
 

103079 3/4" (19 mm) x  66 ft 100 / case cello 23 lbs 0.70 0.67 0.63 

103109 1"    (25 mm) x  66 ft  70 / case bulk 23 lbs 0.89 0.85 0.80 

103209 2"    (50 mm) x  66 ft  24 / case bulk 15 lbs 1.79 1.69 1.60 
 

We can slit other widths to your exact specifications - call for details. 
 
 
 
 
103C - 7 MIL PREMIUM COLORS – LOW LEAD PHASING TAPE 

 

 Cold and weather resistant.  

 Extremely resistant to acids, chemical, oil, and moisture. 

 Applications: color coding of circuit wires, motor leads, splices and terminations. 

 Very conformable ideal for wrapping small wires. 

 Provides moisture tight electrical and mechanical protection. 

 UL listed and CSA Approved. Meets ROHS & California standards for lead content. 

 Meets military specification HH-I-595C. 
 

 

10307_1100 3/4" (19 mm) x  66 ft 100 / case cello 23 lbs 0.86 0.81 0.77 

10310_ 1"    (25 mm) x  66 ft  70 / case bulk 23 lbs 1.14 1.09 1.05 

10320_ 2"    (50 mm) x  66 ft  24 / case bulk 15 lbs 2.29 2.18 2.09 
 
 

Available: yellow (1), red (2), white (3), orange (4), blue (5), brown (6), gray (7) & green (8). 
 

We can slit other widths to your exact specifications - call for details. 
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RUBBER SPLICING 
 

40 - 30 MIL RUBBER SPLICING 

 

 Self fusing with liner. 

 High quality unvulcanized rubber that will bond quickly to itself to form a solid mass of water-tight protection for electrical wires. 

 Primary insulation for electrical wires and cables splices of not more than 600V. 

 High elongation conforms to irregular shapes. 

 Flexible to withstand expansion and contraction. 

 It's high resistance to salt water, steam, oils, detergents, and other chemicals make it an ideal tape for pipe repair, automotive, marine, 

construction, and many other general applications. 

 Dielectric strength 490 volts per mil. 

 MADE IN USA. 

 UL LISTED. 

 Comparable:  3M 2155 and Plymouth 2002, 2004, 2020 (122 Rubber) 

 

 

40002 - 0030 3/4"  (19 mm)   x  22 ft  30 / case cello / label 15 lbs 1.89 1.75 1.66 

40002 3/4"  (19 mm)   x  22 ft 100 / case cello / label 45 lbs 1.81 1.69 1.61 

40002-1100 3/4"  (19 mm)   x  22 ft 100 / case cello 45 lbs 1.75 1.66 1.56 

40004 1 1/2" (38 mm)  x  22 ft  50 / case cello 45 lbs 3.37 3.20 3.04 

40005 2"     (50 mm)   x  22 ft  50 / case cello / label 54 lbs 4.54 4.30 4.07 

        

40008 3/4"  (19 mm)   x  30 ft  50 / case cello / label 28 lbs 2.13 2.05 1.94 

40008-1050 3/4"  (19 mm)   x  30 ft  50 / case cello 28 lbs 2.10 2.00 1.90 

40011 2"     (50 mm)   x  30 ft  32 / case cello 43 lbs 5.54 5.26 4.98 

 

We can slit other widths and lengths to your exact specifications - call for details. 

20 MIL rubber available at above pricing less 15%. 

 

 

40A - 60 MIL RUBBER SPLICING 

 

 Same as #40 rubber except double thick for quick insulation buildup. 

 

 

413010 1"      (25 mm)  x  10 ft 100 / case cello  2.09 1.99 1.87 

413015 1 ½"  (38 mm)  x  10 ft  50 / case cello  3.13 2.96 2.81 

413020 2"      (50 mm)  x  10 ft  50 / case cello  4.15 3.93 3.74 

 

We can slit other widths and lengths to your exact specifications - call for details. 
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43L - HIGH VOLTAGE LINERED RUBBER 

 

 Self-bonding, highly comfortable, 30 mil EPR rubber wound on a heavy duty woven poly liner. 

 Provides tight, moisture resistant insulation without loss of electrical properties when elongated. 

 Use as a primary electric insulation for low and high voltage applications through 69 KW. 

 Rated for up to 90ºC continuous operating temperature and intermittent service at 130ºC.  Will not crack at  - 40ºC. 

 Meets industry standards for flame retardancy as defined by IEEE Std. 17-1974 AMSI. 

 MADE IN USA. 

 Comparable: 3M 23 and Plymouth 963 

 

 

435007-0048 3/4"   (19 mm)  x  30 ft 48 / case cello 24 lbs 2.78 2.64 2.49 

435010 1"      (25 mm)  x  30 ft 36 / case cello 24 lbs 3.69 3.50 3.34 

435015 1 ½"  (38 mm)  x  30 ft 24 / case cello 24 lbs 5.57 5.27 5.01 

435020 2"      (50 mm)  x  30 ft 16 / case cello 24 lbs 7.40 7.02 6.66 

 

 

43SW – HIGH VOLTAGE SELF-WOUND “LINERLESS RUBBER 

 
 Self-bonding, highly comfortable, 30 mil EPR rubber  - LINERLESS VERSION. 

 Provides tight, moisture resistant insulation without loss of electrical properties when elongated. 

 Use as a primary electric insulation for low and high voltage applications through 69 KW. 

 Rated for up to 90ºC continuous operating temperature and intermittent service at 130ºC.  Will not crack at  - 40ºC. 

 Meets industry standards for flame retardancy as defined by IEEE Std. 17-1974 AMSI. 

 Comparable: 3M 130C and Plymouth L969 

 

 

433007 3/4"   (19 mm)  x  30 ft 48 / case cello 24 lbs 5.23 5.07 4.92 

433010 1"      (25 mm)  x  30 ft 36 / case cello 24 lbs 6.52 6.32 6.13 

433015 1 ½"  (38 mm)  x  30 ft 24 / case cello 24 lbs 9.92 9.62 9.33 

433020 2"      (50 mm)  x  30 ft 16 / case cello 24 lbs 13.01 12.62 12.24 

 

 

125 - ELECTRICAL FILLER TAPE 

 

 Butyl based insulation. 

 1/8” (125 mil) thick for easy quick buildup. 

 Easy to mold around irregular shapes. 

 Self-amalgamates into solid flexible mass. 

 Will not corrode copper or aluminum. 

 Highly moisture resistant. 

 Comparable: 3M SCOTCHFIL and Plymouth 2074 (125 Filler) 

 MADE IN USA. 

 

 

42015 1 ½" (38 mm) x  60 inch 32/case (4 inner boxes) cello 26 lbs 3.31 3.15 3.00 
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FRICTION 
 

 

45 – FRICTION – STANDARD GRADE 

 

 15 Mil cotton cloth impregnated with scientifically compounded pure rubber based adhesive for maximum elasticity 

               and moisture resistance.      

 Offers good mechanical protection against abrasion and penetration of low voltage cable, splices and wire. 

 Adhesion: 14 lbs/in.  Tensile strength: 42 lbs/in.  Color: Black.  

 Comparable: 3M 1755  

 

45002-1200 3/4"   (19 mm)  x  30 ft 200 / case cello 41 lbs 0.67 0.68 0.66 

45008-0030 3/4"   (19 mm)  x  60 ft  30 / case cello / label 16 lbs 1.40 1.34 1.28 

45008 3/4"   (19 mm)  x  60 ft 100 / case cello / label 42 lbs 1.34 1.28 1.23 

45008-1100 3/4"   (19 mm)  x  60 ft 100 / case cello 41 lbs 1.31 1.26 1.21 

        

45306 1 ½"  (38 mm)  x  60 ft  50 / case cello 40 lbs 2.65 2.54 2.44 

45308 2"      (50 mm)  x  60 ft  40 / case cello 40 lbs 3.75 3.60 3.46 

        

45402 3/4"   (19 mm)  x  82.5 ft  50 / case cello 31 lbs 1.96 1.89 1.81 

 
 
 
 
 

45P – FRICTION – PREMIUM GRADE -- ASTM D 69 APPROVED! 

 15 Mil high quality cotton cloth impregnated with a unique brown scientifically compounded natural rubber and synthetic rubber 

blend adhesive which provides for superior adhesion to all types of surfaces.      

 Offers excellent mechanical protection against abrasion and penetration of low voltage cable, splices and wire. 

 Suitable for temporary binding and harnessing applications. 

 Useful for multitude of miscellaneous general purpose uses – i.e. when applied onto tool handles, it affects a non-slip surface. 

 Adhesion : Standard = 7 in/min. / Oven Test = 13 in/min. according to ASTM D 69 

 Dielectric strength:  1,200 volts.  Tensile strength: 45 lbs/in. 

 Color:  BLACK and BROWN – see select sizes below 

 Comparable:  Plymouth  100ASTM  Black and 170 ASTM Brown  

 

45008P-0030 3/4" (19 mm) x 60 ft  Black  30 / case cello / label 16 lbs 1.92 1.84 1.77 

45008P-1100 3/4" (19 mm) x 60 ft  Black  100 / case cello / label 42 lbs 1.87 1.79 1.72 

45008P 3/4" (19 mm) x 60 ft  Black  100 / case cello  41 lbs 1.83 1.76 1.69 

45402P 3/4" (19 mm) x 82.5ft  Black  50 / case cello 31 lbs 2.65 2.50 2.36 

45027P 1.5” (38mm) x 60 ft  Black  50 / case cello 41 lbs 3.67 3.52 3.37 

45028P 2" (50 mm) x 60 ft   Black  40 / case cello 44 lbs 4.90 4.70 4.49 

        

45067P 3/4” (19mm) x 70 ft  Brown  100 / case cello 43 lbs 2.92 2.65 2.39 

45068P 1”  (25mm) x 70 ft  Brown  80 / case Cello 43 lbs 3.60 3.29 2.97 

45069P 2"  (50 mm) x 70 ft  Brown  40 / case cello 43 lbs 6.63 6.10 5.57 
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GLASS CLOTH 
 

 

170 - 7 MIL GLASS CLOTH - RUBBER THERMOSETTING ADHESIVE 

 

 Provides heat stable insulation for hot spot applications, such as motor leads, and switches, and controls. 

 Use where resistance to high temperature and maintenance of mechanical strength is required. 

 Insulation class: 130 C (266
o
F). 

 Dielectric strength 3,300 volts. 

 Wound on PLASTIC cores. 

 Comparable: 3M 27, Permacel 21, CHR G551, Ideal 730, St. Gobain G551, and TLC CT-920 

 Meets UL requirements and MIL-I-15126F (Type GFT). 

 

17005 1/2" (12.7 mm)  x  66 ft 72 / case cello / label 14 lbs 3.42 3.26 3.10 

17005-1072 1/2" (12.7 mm)  x  66 ft 72 / case cello 13 lbs 3.39 3.22 3.06 

17005-3048 1/2" (12.7 mm)  x  66 ft 48 / case plastic container 16 lbs 3.71 3.52 3.34 

        

17015 3/4" (19.0 mm)  x  66 ft 48 / case cello / label 14 lbs 5.04 4.78 4.54 

17015-1048 3/4" (19.0 mm)  x  66 ft 48 / case cello 13 lbs 5.00 4.76 4.49 

17015-3048 3/4" (19.0 mm)  x  66 ft 48 / case plastic container 16 lbs 5.33 5.09 4.84 

        

170605 1/2" (12.7 mm)  x  60 yd 72 / case bulk 30 lbs 8.83 8.72 8.44 

170607 3/4" (19.0 mm)  x  60 yd 48 / case bulk 30 lbs 12.65 12.47 12.09 

170610 1"    (25.4 mm)  x  60 yd 36 / case bulk 30 lbs 16.88 16.61 16.11 

 

We can slit other widths and lengths to your exact specifications - call for details. 

 

 

269 - 7 MIL GLASS CLOTH - SILICONE THERMOSETTING ADHESIVE 

 

 Use where resistance to high temperature, abrasion, and maintenance of mechanical strength is required. 

 For outer wrap for motor rewinds and protective wrapping for high temperature wire and cable. 

 Also used for masking parts for plasma spray applications. 

 Insulation class: 180
o
C. 

 Wound on 3” PLASTIC cores. 

 Comparable: 3M 69, 361, Permacel P212, Ideal 7300, St. Gobain 2915-7, G561, and TLC CT-907 

 Meets UL requirements as well as MIL SPEC I-19166C. 

 

17500 - 2500 1/4"  (6.3 mm)   x  36 yd roll bulk  4.64   

17500 - 5000 1/2"  (12.7 mm) x  36 yd roll bulk  8.42   

17500 - 7500 3/4"  (19 mm)    x  36 yd roll bulk  11.93   

17501 1"     (25.4 mm) x  36 yd roll bulk  15.48   

 

We can slit other widths to your exact specifications - call for details. 
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SILICONE RUBBER 
 

 

Electrical protecting tape for indoor or outdoor use, to protect splices, connections and end cables from contaminations such as oil, dust, 

moisture, weather, sunlight, etc.  Excellent electric strength, moisture and chemical resistance and conformability.  Used wherever the 

ultimate in conformability is required to provide problem free insulating over irregular surfaces or where protection is sought from 

contaminated environments. Can be used for any type of emergency hose repair, including exhaust lines, marine hose repairs, automotive 

hose repairs, plumbing repairs, replacement for heat shrinkable tubing.  Excellent replacement for electrical tape on boats.  Optimal for 

high temperature applications. 

 

 

160 - SILICONE RUBBER 

 

 Self-bonding silicone rubber wrap which readily adheres to itself when wrapped under tension. Fuses to form a homogeneous  

mass within 24 hours at room temperature.  Applying heat after wrapping may shorten curing time. 

 No adhesive; leaves no sticky residue.  

 Clear polyethylene liner protects the tape from blocking. 

 Capable of withstanding temperature variations from -65
o
F to +500

o
F. 

 Excellent dielectric properties. 

 Waterproof. 

 Chemical resistant. 

 Resistant to salt water, sunlight, and fuels. 

 Produced in two configurations – triangular and rectangular.  Triangular is thicker in the middle and tapers downward at each 

side with a line running down the apex of the tape. This acts as a guideline for succeeding wraps producing a uniform thickness 

layer. 

 Comparable: 3M 70 and Plymouth 3455 (20 Plysil) 

 

 

 

A) TRIANGULAR CONFIGURATION - 20 MIL - ORANGE/RED 

 

 Tape meets specification AA-59163 Type II  (supersedes MIL-I-46852) 

 

16120 1"  (25.4 mm) x   30 ft 48 / case individual bag  7.65 6.94 6.52 

 

 

 

B) RECTANGULAR CONFIGURATION - 12 MIL - GREY 

 

 Tape meets specification AA-59163 Type I  (supersedes MIL-I-46852) 

 

16012 1"  (25.4 mm) x   30 ft  48 / case individual bag  7.65 6.94 6.52 

    

Also available: 20 mil red. 

 

 

 



 

- 41 - 

 

CUSTOM ENGINEERED TAPE SPLICE FOR HV REQUIREMENTS 
 

 #125 Existing #135 #43SW Connector  #85CW #43SW Existing #125 Ground 

 Filler Insulation Shielding or  #43C PVC or Insulation Filler Strap 

 Tape Shield  #43L    #43L Shield Tape  

 

1. Move cable ends into position splice will occupy. Mark cables at centerline of splice and cut off squarely any excess cable. 

2. From the end of each of the cables, measure the required distance and mark the cable at this point. 

3. Remove cable jacket and insulation shield. 

a. Wire shielded cables. Remove cable jacket to the point established in step 2. Round off the edge of the jacket with a file or abrasive cloth. Clean cable jacket for 

a distance of 3 in from the edge of the jacket. Unwind the shield wires & bend at jacket edge. Then, twist the wires to form a ground lead & fold flat against the 

cable jacket. Remove the semi-conducting layer underlying the shield wires to the point where 1 ¼ in. protrudes uniformly from the edge of the cable jacket. 

b. Tape shielded cables. Remove the cable jacket to the point established in step 2. Round off the edge of the jacket with a file or abrasive cloth. Clean cable jacket 

for a distance of 3 in. from the edge of the jacket. Unwind & remove the metal shield tape to the point where ¾ in. protrudes uniformly from the edge of the cable 

jacket. Remove the semi-conducting layer underlying the metal shield tape to the point where 1 ¼ in. protrudes uniformly from the edge of the cable jacket. 

4. From the end of each cable, measure a distance of ½ the length of the connector plus ½ in. Remove cable insulation & strand shielding to this point. 

5. Pencil the cable insulation of each cable end. 

6. Install connector per manufacturer‟s instruction. Smooth all edges and rough areas with a file or abrasive cloth. 

7. Polish cable insulation with abrasive cloth. Clean cable insulation and connector with solvent saturated cleaning cloth. 

8. Fill indents in connector with pieces of Electro Tapes 43C EPR Shielding Tape. 

9. Apply one half-lapped layer of Electro Tapes 43C EPR Shielding Tape. Start over exposed cable conductor at the base of the insulation pencil and wrap over the 

connector onto the exposed cable conductor of the other cable to the base of the insulation pencil. 

10. Apply half-lapped layers of Electro Tapes 43SW or 43L EPR High Voltage Tape. Start at the base of the insulation pencil and wrap level across the connector over to 

the base of the insulation pencil of the other cable. Then, reverse wrapping direction and wrap back to the starting point. Again, reverse wrapping direction and repeat, while 

maintaining a level wrap and gradually working up the slope of the insulation pencil and onto the cable insulation until the required wall thickness is developed. The ends of 

the applied high voltage insulation should be tapered for the distance specified and should end ¼ inch from the edge of the semi-conducting layer established in step 3. 

11. Apply one half-lapped layer of Electro Tapes 43C EPR Shielding Tape. 

a. Wire shielded cables. Start over the exposed semi-conducting layer at the edge of the cable jacket and wrap over the high voltage tape onto the exposed semi-

conducting layer of the other cable, finished at the edge of the cable jacket. 

b. Tape shielded cables. Start over the exposed semi-conducting layer at the edge of the metal shield tape and wrap over the high voltage tape onto the exposed 

semi-conducting layer of the other cable, finishing at the edge of the metal shield tape. 

 12. Apply Electro Tapes 135 Shielding Braid. 

a. Wire shielded cables. Move the twisted ground leads of each cable established in step 3 toward the center of the splice. Cut off any excess and join the ground 

leads with a suitable connector. Start over the ground lead at the edge of the cable jacket and wrap 1 ½ turns of 135 Braid Shielding Braid at the jacket edge to 

bind the shield wires. Spot solder the 135 Braid to itself and to the ground lead formed from the shield wires. Then open spiral wrap the 135 Braid over the 

connected ground leads and 43C EPR Shielding Tape onto the shield wires of the other cable, ending with 1 ½ turns of 135 Braid at the edge of the cable jacket. 

Spot solder the 135 Braid to itself and to the ground lead formed from the shield wires. Spot solder the 135 Braid to the connected ground leads at each point the 

135 Braid crosses them. 

b. Tape shielded cable. Start over the ETS 43C EPR Shielding Tape at the centerline of the splice and apply one half-lapped layer of 135 Shielding Braid over the 

43C and onto the exposed metal shield tape. Spot solder the 135 Braid to the metal shield tape. Starting 2 inches beyond the centerline of the splice and over the 

previously applied 135 Braid, apply one half-lapped layer of 135 Braid over the 43C and onto the exposed metal shield tape of the other cable. Spot solder the 

135 Braid to the metal shield tape. Spot solder the 2 layers of 135 Braid in the overlapped area. 

13. Ground lead. Apply Ground Strap over the 135 Shielding Braid adjacent to the edge of the cable jacket of one of the cables, following instructions contained with 

ground lead. Or, as an alternate, spot solder a length of solid ground wire to the 135 Braid adjacent to the edge of the cable jacket of one of the cables. Then, fold the ground 

lead flat against the cable jacket. 

14. Apply a 1-inch wide strip of 125 Filler Tape over the cable jacket of each cable, positioning the strip of ¼ inch beyond the edge of the jacket. 

15. Apply outer jacketing. Apply 2 half-lapped layers of 43SW or 43L Tape EPR High Voltage Tape. Start over the cable jacket, 2 inches from the edge of the jacket, and 

wrap over the 125 Filler Tape strip, over the 135 Braid and onto the jacket of the other cable to the point 2 inches beyond the edge of the jacket. Apply 2 half-lapped layers 

of Electro Tapes 75AW Electrical Plastic Tape over the outer jacketing applied in step15. The 75AW should extend 1 inch onto the cable jackets beyond the ends of the 

applied outer jacketing. 
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CABLE TIES 
 

 

 

 

 

 

PRODUCT CODE SIZE PACKAGED PRICE/BAG 

CT018-4 

CT018-4B 
4" x 18 lb. 100 / bag 0.56 

    

CT050-7 

CT050-7B 
7" x 50 lb. 100 ties/bag   (100 bags/box) 1.47 

CT050-11 

CT050-11B 
11" x 50 lb. 100 ties/bag   (50 bags/box) 2.61 

CT050-14 

CT050-14B 
14" x 50 lb. 100 ties/bag   (50 bags/box) 3.06 

CT050-16 

CT050-16B 
16.9" x 50 lb. 100 ties/bag   (50 bags/box) 6.81 

    

CT120-8 

CT120-8B 
8" x 120 lb. 100 ties/bag   (25 bags/box) 4.97 

CT120-14 

CT120-14B 
14" x 120 lb. 100 ties/bag   (20 bags/box) 5.95 

CT120-18 

CT120-18B 
18" x 120 lb. 100 ties/bag   (20 bags/box) 14.65 

    

CT175-24 

CT175-24B 
24" x 175 lb. 50 ties/bag   (10 bags/box) 6.95 

CT175-36 

CT175-36B 
36" x 175 lb. 50 ties/bag   (10 bags/box) 7.72 

CT175-48 

CT175-48B 
48" x 175 lb. 50 ties/bag   (10 bags/box) 15.69 

    

 Mountable   

CTM050-07 

CTM050-07B 
7.5" x 50 lb. 100 / bag 3.47 

 

 

Available in Black and Natural 

BLACK is recommended for outdoor exposure applications – UV resistant. 



Product 

Code 

Size Units 

Case 

Packaging Approx 

Weight 

1-5 

Cases 

6-19 

Cases 

20 + 

Cases 
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POLYESTER 

 

FR-9 - POLYESTER - 1 MIL - ACRYLIC THERMOSETTING ADHESIVE - FLAME RETARDANT - COLORS 

 

 1 mil polyester with 1.3 mils aggressive, quality solvent based acrylic adhesive. Total Thickness 2.3 mils 

 Printable. 

 Excellent for outer wrapping on capacitors & coils, holding transformer construction & wire harness bundling. 

 Insulation class: 130
o
C.  

 UL 510 Listed. 

 Available in yellow(1), white(0), clear(2), & black(3). 

 Comparable: 3M 1350Y, 1350W, 1298, Permacel 3161Y, 3161W, 286, CHR M-765, M-706, Ideal 7517 

 

 

18_00-2500 1/4" (6.3mm)    x 72 yd roll bulk  1.30   

18_00-3750 3/8" (9.5mm)    x 72 yd roll bulk  1.80   

18_00-5000 1/2" (12.7mm)  x 72 yd roll bulk  2.21   

18_00-7500 3/4" (19.0mm)  x 72 yd roll bulk  3.26   

18_01 1"    (25.4mm)  x 72 yd roll bulk  4.11   

 

Log rolls and other colors available upon request. 

 

 

149 - POLYESTER - 1 MIL - RUBBER THERMOSETTING ADHESIVE - YELLOW 

 

 1 mil polyester with 1.3 mils solvent based thermoset Rubber adhesive.  Total Thickness: 2.3 mils 

 Universal workhorse for bobbin wound coil covers, start wire anchor for stick wound transformer, lead wire anchor and  hold 

down and small motor end turn bundling. 

 Insulation Class : 130
o
C. 

 UL Listed. 

 Available in yellow. 

 Comparable: 3M 56, Permacel 256, Ideal 70C, CHR M-54, M-64 and Tesa 51587 

 

 

19900-2500 1/4" (6.3mm)    x 72 yd roll bulk  1.43   

19900-3750 3/8" (9.5mm)    x 72 yd roll bulk  1.86   

19900-5000 1/2" (12.7mm)  x 72 yd roll bulk  2.44   

19900-7500 3/4" (19.0mm)  x 72 yd roll bulk  3.58   

19901 1"    (25.4mm)  x 72 yd roll bulk  4.76   

 

Log rolls available upon request. 

 

 

FINGER PROTECTION 
 

224 - FINGER PROTECTION - 15.7 MIL - RUBBER RESIN ADHESIVE 

 

 A cotton cloth hypoallergenic adhesive tape used for finger protection during industrial labor applications against puncture 

objects or dangerous edges and in the electronic assembly industry to avoid transmission of contaminants to electronic elements. 

 Will not cause skin irritations. 

 

 

224 3/4" (19 mm) x 30 yd 224 bulk  0.86 0.81 0.77 



Product 

Code 

Size Units 

Case 

Packaging Approx 

Weight 

1-5 

Cases 

6-19 

Cases 

20 + 

Cases 
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POLYIMIDE 
 

 

95 - POLYIMIDE - 1 MIL BACKING - 2.5 MIL TOTAL THICKNESS 

 - SILICONE THERMOSETTING ADHESIVE 

 

 AMBER (transparent) 

 The ultimate electrical insulating tape - ideally suited to continuous high temperature operating conditions. 

 Provides residue free protection of gold contacts from molten solder during hot wave solder leveling process. 

 Widely used in small bobbin wound coils as cross-over insulating and outer protective wrap. 

 Also used as ground, barrier and phase insulation in small high performance specialty coils and motors and for end turn bundling 

and insulation in small motors. 

 Used for splicing other high temperature insulating materials. 

 Insulation Class: 180
o
C (356

o
F). 

 Excellent puncture resistance. 

 Excellent resistance to abrasion, acids, oils, solvents, ageing, staining, water immersion. 

 Clean removal. 

 Continuous service temperature range of -100
o
F to 500

o
F (-73

o
C to 260

o
C) with short term intermittent service to 600

o
F (315

o
C). 

 Adhesion: 26 oz/inch.   Tensile Strength: 30 lb/inch. 

 Dielectric Strength: 7500 volts. 

 Comparable: KAPTON, 3M 92, 5413, Tesa 4428 and Permacel 221 

 

26200-2500 1/4" (6.3 mm)    x 36 yd roll bulk  2.05   

26200-3750 3/8" (9.5 mm)    x 36 yd roll bulk  2.95   

26200-5000 1/2" (12.7 mm)  x 36 yd roll bulk  3.95   

26200-6250 5/8" (15.8 mm)  x 36 yd roll bulk  4.55   

26200-7500 3/4" (19.0 mm)  x 36 yd roll bulk  5.45   

26200-8750 7/8" (22.2 mm)  x 36 yd roll bulk  6.45   

26201 1"    (25.4 mm)  x 36 yd roll bulk  7.15   

L262.39 39” (990.6 mm) x 36 yd 2 / case bulk  235.00   

 

 

 

 

►  95-2 Polyimide Tape with 2mil Backing also available ◄ 
 

Call for details!  



Product 

Code 

Size Units 

Case 

Packaging Approx 

Weight 

1-5 

Cases 

6-19 

Cases 

20 + 

Cases 
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DOUBLE SIDED TAPES - RUBBER ADHESIVES: 
Hot Melt, Natural Rubber, Solvent Based 

 

 

691 - 3.3 MIL - POLYESTER TAPE - HOT MELT RUBBER ADHESIVE 

 

 Economical hand-tearable and conformable DC tape featuring a 0.5 mil polyester with an aggressive hot melt adhesive.  

 Versatile quick-stick product for use on foams, plastics, metals and composite materials 

 Adhesion: 80 oz/in. ~ Temperature range: 10
 o
F  up to 170

o
F  

 Not suitable for applications involving elevated temperatures as adhesive will soften 

 

69105 1/2" (12 mm)     x 60 yd 72 / case bulk 21 lbs 1.97 1.87 1.77 

69107 3/4" (18 mm)     x 60 yd 48 / case bulk 21 lbs 2.70 2.54 2.43 

69110 1"    (24 mm)     x 60 yd 36 / case bulk 21 lbs 3.59 3.40 3.23 

69120 2”    (48 mm)     x 60 yd    24 / case bulk 28 lbs 7.19 6.82 6.47 

L691 60”  (1524 mm) x 60 yd  Log     176.08 

 

 

►Also replaces #750 which has been discontinued for CARPET HOLD DOWN ◄ 
 similar construction 

 at-par performance 

 Main difference in longer length rolls 

 

 



Product 

Code 

Size Units 

Case 

Packaging Approx 

Weight 

1-5 

Cases 

6-19 

Cases 

20 + 

Cases 
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105C - CLOTH - 11 MIL - PREMIUM GRADE – NATURAL RUBBER ADHESIVE 

 

 EXHIBITION CARPET TAPE – Industry Standard 

 Specially designed for carpet hold down for the convention industry; general industrial holding and mounting. 

 High tack, high shear adhesive.  

 Durable & conformable to irregular surfaces.  

 Leaves no residue off most Flooring surfaces.  

 Adhesion/Steel: 52 oz/in.   Tensile Strength: 24lbs/in. 

 Comparable: Shurtape DF-642, Permacel P-50, Tyco 105C  

 

 

76062 1" (24 mm) x 25 yd 24 / case bulk 24 lbs 3.83 3.64 3.48 

76064 2" (48 mm) x 25 yd 24 / case bulk 24 lbs 7.67 7.31 6.92 

 

 

 

591 - CREPE PAPER - 7.2 MIL (without liner) - PREMIUM GRADE - NATURAL RUBBER ADHESIVE - WHITE 

 

 Highly conformable, Double coated paper tape with a 4.8mil easy release White crepe paper liner.   

 High shear, cured Natural Rubber adhesive bonds to almost any smooth surface – yet removes clean off most surfaces. 

 Excellent for temporary hold down in CNC routing applications. Used in the manufacture and repair of golf club grips, photo 

mounting, bookbinding, carpet installation, picture framing, printing plate mounting, splicing for textile manufacturing, etc 

 Adhesion: 52 oz/in.   Tensile strength: 34 lb/inch. 

 Comparable: 3M 410B,  Shurtape DF-65, IPG 591 

 

 

76004 1/2" (12 mm)  x 36 yd 72 / case bulk 20 lbs 3.10 2.98 2.86 

76005 3/4" (18 mm)  x 36 yd 48 / case bulk 20 lbs 4.23 4.06 3.90 

76006 1"    (24 mm)  x 36 yd 36 / case bulk 20 lbs 5.63 5.42 5.20 

76008 2"    (48 mm)  x 36 yd 24 / case bulk 27 lbs 11.26 10.84 10.40 

 

 

682 – DC FLATBACK PAPER - 6 MIL - GENERAL PURPOSE - NR Blended ADHESIVE  

 

 Conformable double coated paper tape coated with an all around performing solvent based Natural rubber adhesive.   

 Good balance of tack & shear.  Removes cleanly off most surfaces so is suitable for temporary mounting applications such as 

with Cultured marble molds, CNC routing applications, etc. 

 Economic alternative to 591  

 Adhesion: 45 oz/in.   Tensile strength: 23 lb/inch. 

 

 

682004 1/2"  (12 mm)  x 36 yd 72 / case bulk 21 lbs 2.12 1.94 1.80 

682005 3/4"  (18 mm)  x 36 yd 48 / case bulk 21 lbs 2.60 2.50 2.40 

682006 1"     (24 mm)  x 36 yd 36 / case bulk 21 lbs 3.38 3.24 3.11 

682008 2"     (48 mm)  x 36 yd 24 / case bulk 28 lbs 6.75 6.48 6.22 



Product 
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Size Units 

Case 

Packaging Approx 
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1-5 

Cases 

6-19 

Cases 

20 + 

Cases 
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DOUBLE SIDED TAPES - ACRYLIC ADHESIVES 
 

 

693  - 3.5  MIL –POLYESTER TAPE  –   SOLVENT BASED ACRYLIC 

 

 Good all around DC tape when the aging characteristics of an acrylic adhesive are required. 

 Solvent based acrylic adhesive coated on clear 0.5 mil polyester. 3.5mil total. 60# Semi-bleached Kraft liner. 

 Features cold-resistant -40°F to 250°F temperature range and a UV stabilizer system. 

 Good on many substrates, including laminating dissimilar metals, and effective on various plastics. 

 Adhesion: 42 oz/in; J. Dow Tack #20 

 

 

69305 1/2" (12 mm)     x 60 yd 72 / case bulk 24 lbs 2.53 2.44 2.34 

69307 3/4" (18 mm)     x 60 yd 48 / case bulk 24 lbs 3.48 3.34 3.20 

69310 1"    (24 mm)     x 60 yd 36 / case bulk 24 lbs 4.62 4.45 4.27 

69315 1.5” (36 mm)     x 60 yd 24 / case bulk 24 lbs 6.93 6.66 6.41 

69320 2”    (48 mm)     x 60 yd    24 / case bulk 32 lbs 9.24 8.88 8.54 

L693 48”  (1219 mm) x 60 yd LOG     180.45 

 

 

 

694 – 4 MIL - POLYESTER TAPE - DIFFERENTIAL - High/Low Acrylic/Acrylic 

 

 Designed for so-called “permanent/removable” applications, such as processing fabricated parts. 

 Differentially-coated 1 mil polyester with permanent solvent based acrylic on the unwind side (50oz./in) and a removeable 

solvent based acrylic on the linered side (8 oz./in). 

 Removeable adhesive system suitable for applications involving UV exposure as in POP – Point of Purchase Display. 

 Not intended for use on paper-based substrates – may damage surface. 

 Can be used on posters that require mounting and repositioning – however user must test to determine suitability. 

 

 

69405 1/2"(12 mm)     x 60 yd 72 / case bulk 25 lbs 3.16 2.89 2.67 

69407 3/4"(18 mm)     x 60 yd 48 / case bulk 25 lbs 4.56 4.18 3.86 

69410 1"   (24 mm)     x 60 yd 36 / case bulk 25 lbs 5.94 5.44 5.02 

69420 2”   (48 mm)     x 60 yd    24 / case bulk 33 lbs 11.54 10.59 9.77 

L694 54” (1371 mm) x 60 yd LOG     259.70 

 



Product 
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Size Units 

Case 

Packaging Approx 
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1-5 

Cases 

6-19 

Cases 

20 + 

Cases 
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697 - 6.5 MIL – PREMIUM POLYESTER TAPE 

 

 Hand-tearable and conformable high-end product featuring a 0.5mil polyester with a heavy mass of high quality solvent based 

adhesive coating on each side (3mils each).   Wound on a 60 lb Glassine PAPER release liner. 

 Adhesive has great cold flow and thus performs well on highly textured surfaces. 

 Usable on a wide variety of surfaces  ~ Capable of bonding low surface energy substrates. 

 Strong holding power – excellent resistance to heat, UV , and aging – Plasticizer Resistant. 

 GREAT as a BANNER HEM Tape!  Adhesive doesn‟t attack soft vinyl – holds true for long life! 

 Excellent for plastic extrusions, irregular surfaces, metal profile extrusions and decorative trim. 

 Adhesion: 179 oz/in. ~ Temperature range: -40 
o
F  up to 200

o
F. 

 

6970536 1/2" (12 mm)    x 36 yd 72 / case bulk 23 lbs 3.91 3.75 3.60 

6970736 3/4" (18 mm)    x 36 yd 48 / case bulk 23 lbs 5.49 5.27 5.06 

6971036 1"    (24 mm)     x 36 yd 36 / case bulk 23 lbs 7.08 6.79 6.53 

6972036 2”    (48 mm)     x 36 yd    24 / case bulk 32 lbs 14.16 13.59 13.06 

L69736 54”  (1371 mm) x 36 yd LOG     316.94 

 

4970 - UPVC - 9 MIL - ACRYLIC ADHESIVE - WHITE - HIGH PERFORMANCE 

 

 Permanent bond of plastic, metal and wood surfaces. 

 Excellent shear strength, high adhesion and high instant tack. 

 Very Good temperature, UV, aging, and moisture resistance. 

 Used for mounting trophy nameplates, heavy signs or other permanent mounting requirements. 

 Adhesion/Steel: 75 oz/in.   Tensile Strength: 26 lbs/in.   Elongation: 40% 

 Temperature Resistance: -40˚C up to 100˚C (212F) 

 Comparable: Tesa 4970,  ATP 4420LB 

 

76101 1/2"   (12 mm)  x 60 yd 72 / case bulk 43 lbs 7.18 6.89 6.61 

76103 3/4"   (18 mm)  x 60 yd 48 / case bulk 43 lbs 10.48 10.07 9.67 

76105 1"      (24 mm)   x 60 yd 36 / case bulk 43 lbs 13.54 13.00 12.48 

76107 1 ½"  (36 mm)   x 60 yd 24 / case bulk 43 lbs 20.31 19.50 18.72 

76108 2"      (48 mm)   x 60 yd 18 / case bulk 43 lbs 27.07 25.99 24.95 

 

 

66692 -9.2 MIL  “ EXTREME  TACK”  DOUBLE SIDED  PETP SCRIM TAPE 

 

 Hand-tearable PETP scrim impregnated with an aggressive water-borne acrylic adhesive.   

 The squared, open weave scrim pattern enhances the integrity and “lay-down” of the adhesive and thus is suitable for laminating 

to various foams, fabrics, vinyl wallbase, carpet, etc. 

 HEAVY MASS of adhesive along with extremely high tack and moderate shear make tape perfect for hard to stick-to and highly 

textured surfaces – fabrics, metals, plastics, even concrete. 

 Temperature resistance to 248°F ~ Plasticizer resistant adhesive system. 

 

6669210 1"    (24 mm)   x 36 yd 36 / case bulk  6.74 6.43 6.15 

6669220 2”    (48 mm)   x 36 yd    18 / case bulk  13.48 12.87 12.30 

6669230 3”    (72 mm)   x 36 yd    16 / case bulk  20.22 19.30 18.44 

 

* Other widths available – Call for Pricing *
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667 - 3.1 MIL –DOUBLE SIDED PETP SCRIM TAPE 

 

 Hand-tearable PETP scrim impregnated with an aggressive water-borne acrylic adhesive.   

 The squared, open weave scrim pattern enhances the integrity and “lay-down”of the adhesive and thus is suitable for laminating 

to various foams, fabrics, vinyl wallbase, carpet, etc.. 

 Extremely high tack and moderate shear make tape perfect for hard to stick-to and highly textured surfaces – metals, plastics, 

even concrete. 

 Temperature resistance to 248°F ~ Plasticizer resistant adhesive system. 

 

 

66711 1/2" (12 mm)  x 60 yd 72 / case bulk  3.29 3.12 2.95 

66712 3/4" (18 mm)  x 60 yd 48 / case bulk  4.48 4.24 4.03 

66713 1"    (24 mm)   x 60 yd 36 / case bulk  5.98 5.65 5.36 

66717 2”    (48 mm)   x 60 yd    24 / case bulk  11.95 11.32 10.73 

 

 

668 - TISSUE - 4 MIL – SOLVENT BASED ACRYLIC ADHESIVE 

 

 Premium grade, DC non-woven tape usable on a wide variety of surfaces. 

 High quality adhesive with strong holding power – excellent resistance to heat, UV , and aging. 

 Used for splicing, affixing decorative trim or mounting light-weight plastic and aluminum parts.  

 Adhesion: 45 oz/in. ~ Temperature range: up to 350
o
F short term exposure. 

 Comparable: 3M 406, Permacel P-052, Tesa 4959 & 7158, Shurtape DF-633 & DT-100,  IPG DCT-10. 

 

 

66805 1/2"  (12 mm)      x 55 yd 72 / case bulk 22 lbs 1.58 1.48 1.41 

66807 3/4"  (18 mm)      x 55 yd 48 / case bulk 22 lbs 2.27 2.14 2.02 

66810 1"     (24 mm)      x 55 yd 36 / case bulk 22 lbs 2.90 2.73 2.60 

66820 2”     (48 mm)      x 55 yd    24 / case bulk 29 lbs 5.64 5.34 5.07 

L668 39.4”(1010 mm)  x 55 yd LOG     93.81 

 
 

643 – ACRYLIC TRANSFER TAPE - 2 MIL  

 

 2.0mil Glass stabilized solvent based acrylic transfer adhesive.  Wound on a white siliconized paper liner. 

 High quality adhesive with strong holding power – excellent resistance to heat, UV , and aging. 

 Tape bonds well to most surfaces – papers, metals, films, etc. 

 Used for general purpose bonding, splicing of paper & filmic webs, mounting of displays & posters, etc. 

 Adhesion: 55 oz/in. ~ Temperature range: up to 300F  

 Comparable: 3M 924,  Tesa 4900,  Shurtape TA-450, Scapa U263-1, Compac 900   

 

 
643 1/2" (12 mm)      x 60 yd 72 / case bulk 19 lbs 2.76 2.60 2.45 

643 3/4" (18 mm)      x 60 yd 48 / case bulk 19 lbs 3.93 3.71 3.50 

643 1"    (24 mm)      x 60 yd 36 / case bulk 19 lbs 5.24 4.94 4.66 

643 2”    (48 mm)      x 60 yd    24 / case bulk 25 lbs 10.22 9.64 9.09 

L643 54”  (1371 mm)  x 60 yd LOG     231.45 
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DOUBLE SIDED PE FOAM MOUNTING TAPES - RUBBER ADHESIVE 
 

Product Description 

Our 650R series is a quality domestic product with a high-performance solvent-rubber adhesive system suitable when quick, aggressive 

tack is required. Offers good adhesion to low energy surfaces, such as plastics, and good resistance to humidity, mild acids, oil and 

grease. This foam exhibits excellent conformability and compressibility, allowing bonding to textured and irregular surfaces.  Available in 

White or Black.  Wound on a white paper release liner. 

 

Product Usage 

For mounting nameplates, signage, small parts, mirrors, lightweight trim, etc. May be used in gasketing, sealing and packaging 

applications. 

  

Part # Thickness Width Length Color Rolls/Case 1-5 Cases 6+ Cases 

65017R 1/32” ½”(12mm) 72 yd White 24 6.55 5.95 

65018R 1/32” ¾”(18mm) 72 yd White 16 9.57 8.70 

65019R 1/32” 1”(24mm) 72 yd White 12 12.68 11.52 

65011R 1/16” ½”(12mm) 36 yd White 24 3.92 3.57 

65012R 1/16” ¾”(18mm) 36 yd White 16 5.64 5.13 

65013R 1/16” 1”(24mm) 36 yd White 12 7.44 6.75 

65041R 1/8” ½”(12mm) 18 yd White 24 2.70 2.46 

65042R 1/8” ¾”(18mm) 18 yd White 16 3.71 3.37 

65043R 1/8” 1”(24mm) 18 yd White 12 4.93 4.47 

        

650__RB 1/32”  72 yd Black  *Add 6% to above prices 

650__RB 1/16”  36 yd Black  *Add 6% to above prices 

650__RB 1/8”  18 yd Black  *Add 6% to above prices 

 

 

DOUBLE SIDED PE FOAM MOUNTING TAPES - ACRYLIC ADHESIVE 
 
Product Description 

Our 651A series is a quality domestic product with a high-performance solvent-acrylic adhesive system suited to applications involving 

long-term bonding of medium or high energy surfaces, such as glass, metal or painted metal. Offers good resistance to UV and oxidation. 

Otherwise, has the same basic characteristics and advantages as our PE foam with rubber adhesive.   Available in White Foam with White 

paper release liner.  Available in Black in 1/32” thickness only. – this version is wound on a Blue Poly release liner. 

 

Product Usage 

Usage directed toward higher energy substrates as well as for applications involving outdoor exposure. 

 

Part # Thickness Width Length Color Rolls/Case 1-5 Cases 6+ Cases 

65117A 1/32” ½”(12mm) 72 yd White 24 6.71 6.10 

65118A 1/32” ¾”(18mm) 72 yd White 16 10.07 9.15 

65119A 1/32” 1”(24mm) 72 yd White 12 13.41 12.19 

65111A 1/16” ½”(12mm) 36 yd White 24 4.31 3.92 

65112A 1/16” ¾”(18mm) 36 yd White 16 6.24 5.67 

65113A 1/16” 1”(24mm) 36 yd White 12 8.31 7.56 

65141A 1/8” ½”(12mm) 18 yd White 24 3.18 2.89 

65142A 1/8” ¾”(18mm) 18 yd White 16 4.55 4.13 

65143A 1/8” 1”(24mm) 18 yd White 12 6.04 5.49 

        

651__AB 1/32”  72 yd Black  *Add 6% to above prices 
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DOUBLE SIDED  SUPER  PE FOAM MOUNTING TAPES 

#65432 & 65445 
 

 

Product Description 

Our 654 series is constructed with a black high density PE foam coated on both sides with an automotive-grade high-shear solvent-based 

acrylic adhesive wound on a 4 mil poly liner (Green Liner–31mil and Red Liner -45mil).  This series offers good resistance to solvents, 

chemicals, UV and heat.  The high density foam construction provides for stronger internal strength and thus substitutes well for high-

density polyurethane foam mounting tapes or even for acrylic mounting tapes in some applications.  

 

Product Usage 

Consider this series for indoor and outdoor mounting or attachment of metal or plastic trim or transportation aftermarket products.   

Superior shear characteristics allows for attaching / fixing applications where dynamic shear and stress are involved (i.e. mounting of soap 

dispensers). 

 

 

Part # Thickness Width Length Color Rolls/Case 1-5 Cases 6+ Cases 

6543205 1/32” (31mil) ½”(12mm) 72 yd Black 24 14.72 13.39 

6543207 1/32” (31mil) ¾”(18mm) 72 yd Black 16 20.08 18.26 

6543210 1/32” (31mil) 1”(24mm) 72 yd Black 12 26.78 24.34 

6544505 3/64”(45mil) ½”(12mm) 36 yd Black 24 9.36 8.51 

6544507 3/64”(45mil) ¾”(18mm) 36 yd Black 16 12.75 11.59 

6544510 3/64”(45mil) 1”(24mm) 36 yd Black 12 17.00 15.46 

 

For Less than case, Minimum 4 rolls – apply a 15% surcharge on 1st column price. 

 

DOUBLE SIDED  POLYURETHANE FOAM MOUNTING TAPES 

#65960 & 659125 
 

 

Product Description 

Our 659 series is constructed with a white, medium density open cell urethane foam coated on both sides with a high tack, high shear 

acrylic adhesive wound on a paper liner.  Uniform cell structure provides excellent dimensional stability, internal strength,  and 

compression set resistance.     This series offers good resistance to solvents, chemicals, and heat.  Acrylic adhesive allows high initial 

adhesion and great shear for effective long-term bonding to glass, plastic, metal (raw & powder coated) and various other surfaces.  

 

Product Usage 

Much better choice than PE (polyethylene) foam tapes where dynamic stress / loads are applied.  Consider these tapes for broad range of 

mounting or attachment applications:  interior signage, nameplates, air fresheners, soap dispensers, electrical channels, parts assembly, 

etc..    

 

Part # Thickness Width Length Color Rolls/Case 1-5 Cases 6+ Cases 

6596005 1/16” (60mil) ½”(12.5mm) 36 yd White 24 18.36 15.73 

6596007 1/16” (60mil) ¾”(19.0mm) 36 yd White 16 25.04 21.45 

6596010 1/16” (60mil) 1”(25.4mm) 36 yd White 12 33.38 28.57 

65912505 1/8”(125mil) ½”(12.5mm) 18 yd White 24 14.87 12.73 

65912507 1/8”(125mil) ¾”(19.0mm) 18 yd White 16 20.33 17.39 

65912510 1/8”(125mil) 1”(25.4mm) 18 yd White 12 27.07 23.17 

 

 



 

- 52 - 

 

EXTRA HIGH BOND ACRYLIC MOUNTING TAPES 

#652 (CLEAR)  & 653 (TRANSLUCENT) 
 

Product Description  

Both our 652 series and 653 series are solid acrylic tape systems designed to provide a superior bond between a variety of substrates. 652 

CLEAR is a continuous water clear acrylic layer.  Because of its transparent appearance, 652 is often used in adhesive applications 

involving glass or other clear materials – i.e. Shower door enclosure and parts attachment, polycarbonate displays, etc.   653 

TRANSLUCENT has a milky, opaque look due to its‟ multi-layer structure- acrylic core and two coated sides of a high strength pressure 

sensitive acrylic adhesive.  The 653 is more suited for applications where bond integrity is crucial such as in bonding applications for 

transportation vehicles.  Both tapes exhibit uniform high-tack adhesion and will bond to most clean, dry, oil-free substrates. These tapes 

are formulated to withstand a wide range of weathering and temperature conditions without losing adhesion.  652 may yellow slightly 

upon exposure to sunlight but bond strength is not affected.  Tapes wound on Poly Liners. 

 

Product Usage  
Both products can be used in a variety of applications including auto trim attachment, signs, graphics, skin to frame assembly, furniture, 

appliances and many other manufacturing and construction applications to replace mechanical fasteners and welds. These tapes offer 

numerous advantages including a waterproof bond, ease of application, ability to withstand thermal movement, and sound deadening 

properties. 653 Series has been approved to Ford, Chrysler, and GM specifications. 

 

 

Part # Comparables Color Thickness Length 

Price Per Inch 

Width Less 

Than Case 

Price Per Inch 

Width 

Full Case 

65210 Adco 1010 Clear 10 MIL  36 YDS  26.10 22.90 

65220 3M 4905, Adco 1020 Clear 20 MIL  36 YDS  29.40 25.80 

65240 3M 4910, Adco 1040 Clear 40 MIL  36 YDS  32.95 28.95 

65260 Adco 1060 Clear 60 MIL  36 YDS  48.70 42.70 

65345 Adco 3145 Translucent 45 MIL  36 YDS  37.60 32.95 

 
 

> 4 roll Minimum < 
 

For widths greater than 1” – price is proportionate.   
Use these factors for narrower widths:  „1/4” = 1” $ x 0.35; „1/2” = 1” $ x 0.55; „3/4” = 1” x 0.75 

Full Cases based on 12” total product – ½” = 24 r/c, ¾” = 16 r/c, 1” = 12 r/c 
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EXTRA HIGH BOND FOAMED ACRYLIC TAPES-WHITE & GRAY  

#657 (WHITE)  & 658 (GRAY) 
 

Product Description  
The 657 and 658 series are foamed acrylic tape systems that are engineered to create a superior, permanent bond between a variety of 
substrates – including most metals, glass, plastics, wood, and composite materials. All carry a high performance, high shear acrylic 
adhesive.  Conformable foam construction provides for anti-vibration properties and allows for expansion/ contraction at bond point.  
Excellent weathering & aging properties, solvent & chemical resistance. Tapes are wound on a Red Poly Liner.  
 
Product Usage  
Products are commonly used in a variety of applications including sign mounting, auto trim attachment, graphics, skin to frame assembly, 
furniture, appliances and many other manufacturing and construction applications to replace mechanical fasteners, liquid adhesives, and 
spot welds.  
 

Part # Comparables Color Thickness Length 

Price Per INCH 

Width 

Less Than Case 

Price Per INCH 

Width 

Full Case 

657W30 3M 4930 White 30 MIL  36 YDS  30.00 26.15 

657W45 3M 4950, 4622 White 45 MIL  36 YDS  33.60 29.25 

658G25 3M 4936, 4646 Gray 25 MIL  36 YDS  28.55 24.85 

658G45 3M 4941, 4611 Gray 45 MIL  36 YDS  33.60 29.25 

658G60 3M 4956, 4655 Gray 60 MIL  36 YDS  49.70 43.20 

 

Additional Thicknesses available (10 mil up to 120 mil) – BLACK available in select thicknesses also  CALL FOR DETAILS 

 
> 4 roll Minimum < 

 
For widths greater than 1” – price is proportionate.   

Use these factors for narrower widths:  „1/4” = 1” $ x 0.35; „1/2” = 1” $ x 0.55; „3/4” = 1” x 0.75 
Full Cases based on 12” total product – ½” = 24 r/c, ¾” = 16 r/c, 1” = 12 r/c 

 
SINGLE-COATED PVC FOAM GASKETING TAPES 

#655 & #655M WITH MYLAR TOP LAMINATE  
 

Product Description  
Our 655 series is a domestically produced low density single-coated closed cell PVC vinyl foam, 6-10 pound per cubic foot depending on 
thickness, and available from 1/16” to 1” thick.  Carries a quality, general purpose, quick grab acrylic adhesive.  Tape is wound on a paper 
release liner.  Also offer several thicknesses with a Tough Mylar Polyester Top Laminate for durability and enhanced abrasion resistance.    
 
Product Usage  
655 exhibits a good combination of flexibility and conformability with strength and wear resistance.  Excellent weatherability and 
chemical resistance.  These properties make 655 series suitable for a variety of gasketing functions, including seaming, sealing, spacing, 
squeak and rattle abatement, dust and light barrier, dissimilar metals separation, etc.  Compare with products from St. Gobain, Foamseal, 
and Gaska Tape.  

  
Part # Color & Style Thickness Length Price /1” Inch Width 

Other sizes–see  below 

655125 Black 1/8”  75ft  5.46 

655250 Black ¼”  35ft 3.52 

655375 Black 3/8”  25ft 3.05 

655500 Black ½”  25ft 3.78 

655750 Black ¾”  15ft 3.31 

655M125 Black – Mylar Top 1/8”  75ft 6.20 

655M250 Black – Mylar Top ¼” 35ft 4.94 

 
For widths greater than 1” – price is proportionate.   

Use these factors for narrower widths:  „1/4” = 1” $ x 0.35; „1/2” = 1” $ x 0.55; „3/4” = 1” x 0.75 
Full Cases based on 12” total product – ½” = 24 r/c, ¾” = 16 r/c, 1” = 12 r/c 



Product 

Code 

Size Units 

Case 

Packaging Approx 

Weight 

1-5 

Cases 

6-19 

Cases 

20 + 

Cases 
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 POLYETHYLENE 
 

147 - POLYETHYLENE - 6.1 MIL - ACRYLIC ADHESIVE - WHITE 

 

 Excellent as a screen printing blocking tape, color coding, floor & aisle marking tape. 

 Removal leaves no residue. 

 UV resistant. 

 Resistant to acids, chemicals, alkalis, oils, abrasion & weathering. 

 Outstanding moisture barrier properties.  

 Adhesion: 62 oz/in.  Tensile Strength:  20 lb/inch. Elongation 250% 

 Temperature Resistance:  175°F.  Minimum Application Temperature:  40°F. 

    

147083 3/4" (18 mm)  x  36 yd 64 / case bulk 22 lbs 1.71 1.62 1.54 

147103 1"    (24 mm)  x  36 yd 48 / case bulk 22 lbs 2.10 1.99 1.88 

147203 2"    (48 mm)  x  36 yd 24 / case bulk 22 lbs 4.19 3.98 3.77 

147303 3"    (72 mm)  x  36 yd 16 / case bulk 22 lbs 6.29 5.98 5.65 

 

827 - POLYETHYLENE - 8.0 MIL - SYNTHETIC RUBBER ADHESIVE 

 

 An excellent high tensile, all purpose tape with exceptional conformability & superior adhesion to all surfaces. 

 Excellent for splicing & hanging polyethylene sheeting, preservation & sealing, & electroplate masking. 

 Markable for identification. 

 Tape can be used underwater. Exceptional chemical resistance. 

 Adhesion: 69 oz/in.  Tensile Strength:  21 lb/inch.  Elongation 90% 

 MEETS MIL HH-T-0025. 

  

14620_ 2" (48 mm)  x  36 yd 24 / case bulk 31 lbs 11.51 10.91 10.37 

 

Available: clear (0), black (9), & white (3) 

 

135 - POLYETHYLENE - 7 MIL - RUBBER ADHESIVE – CLEAR W / SERRATED EDGES 

 

 Heavy duty aggressive adhesive. 

 Serrated edges for easy hand tearable characteristics. 

 Conformable. 

 Moisture & chemical resistant. 

 Suitable for general purpose splicing, patching, masking, sealing, and surface protection applications. 

 Adhesion: 60 oz/in.  Tensile Strength:  18 lb/inch.  Elongation 80% 

 

145236 2” (48 mm)  x 36 yd 24 / case cello 16 lbs 2.54 2.42 2.28 

 

 

705 - POLYETHYLENE – 7.0 MIL - ACRYLIC ADHESIVE – CLEAR  

 

 Aggressive & versatile acrylic adhesive (water based) coated on a durable LDPE film. 

 UV Resistant.  Provides performance in broad range of temperatures.   

 Moisture & chemical resistant. 

 Great for splicing / patching of films in applications involving outdoor exposure. 

 Easy unwind makes tape well suited when needing to work with wider roll widths. 

 Adhesion: 35 oz/in.  Tensile Strength:  20 lb/inch.  Elongation 225% 

 

70520 2” (48 mm)  x 36 yd 24 / case bulk 14 lbs 3.24 3.09 2.94 



Product 

Code 

Size Units 

Case 

Packaging Approx 

Weight 

1-5 

Cases 

6-19 

Cases 

20 + 

Cases 
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STUCCO: TRIM PROTECTION 

 

 

 

                                          

 

 

 

145 - STUCCO / TRIM PROTECTION MASK 

 

Stuck-O-Tape is the brand of choice for stucco trim tapes, it is a  7.5 mil conformable low density polyethylene film, coated with an 

aggressive natural rubber-resin adhesive with excellent weather UV resistant aging characteristics.  Ideal for indoor or outdoor use as a 

surface protection and masking tape. Removes easily from surfaces as varied as masonry, wood, vinyl, painted metal and glass even after 

prolonged periods. 

 

 UV resistant. Moisture and chemical resistant. 

 Highly conformable.  Hand tearable. 

 Leaves no residue. 30 Day Protection. 

 Adhesion to SST: 35 oz/in.  Tensile: 12 lbs/in.  Elongation: 450% 

 Comparable:  Red Barron,  Blue Max II,  Black Knight,  TP-328,  P-502  

 

 

145202 Red 2"  (48 mm) x  60 yd  24 / case bulk 28 lbs 3.77 3.51 3.31 

145BS209 Black 2"  (48 mm) x  60 yd  24 / case bulk 28 lbs 3.77 3.51 3.31 

145WS203 White 2"  (48 mm) x  60 yd 24 / case bulk 28 lbs 3.77 3.51 3.31 

 

 

1499 – 90-DAY STUCCO / TRIM PROTECTION MASK  

 

Our #1499 tape is recommended for the most demanding stucco applications that require extended protection. It is a 5 mil (total 

thickness) strong and conformable red polyethylene film tape coated with a specially formulated, high tack, removable acrylic non-curing 

adhesive system. This product is better suited for colder climate and longer term applications than our „Stuck-O-Tape‟ brand product. 

 

 90 Day Protection. Provides performance in broad range of temperatures & adheres to all types of metal and glass.. 

 UV Resistant. Resists outdoor exposure, moisture, chemicals & weathering. Hand Tearable. 

 Adhesion:  24 oz/in.  Tensile Strength:  12.5 lb/inch.  Elongation 250% 

 

145209 2"  (48 mm) x  60 yd  24 / case bulk 28 lbs 5.97 5.71 5.50 

 

 

145VT –VAPOR BARRIER POLY SEAM TAPE – RED (2) & WHITE (3) 

 

145VT is a red low density polyethylene tape that has a low permeability rating that prevents moisture and vapor flow.  It is 

recommended for seaming, patching poly films used for floor underlayment.  High tack adhesive and bright red color provides great 

adhesion to films on dusty, dirty construction sites with high visibility to ensure seam has been completed. 

 

 UV Resistant. Resists outdoor exposure, moisture, chemicals & weathering. Hand Tearable. 

 Adhesion to SST: 35 oz/in.  Tensile: 12 lbs/in.  Elongation: 450% 

 

14530_ 3”  (72mm) x   60yd 16/ case bulk 28 lbs 6.75 6.45 6.15 

14540_ 4"  (96 mm) x  60 yd  12 / case bulk 28 lbs 9.00 8.60 8.20 

14560_ 6"  (144 mm) x  60 yd  8 / case bulk 28 lbs 13.50 12.90 12.30 



Product 

Code 

Size Units 

Case 

Packaging Approx 

Weight 

1-5 

Cases 

6-19 

Cases 

20 + 

Cases 
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PRESERVATION / FINE LINE 
TRIM PROTECTION 

 

 

Light blue 7 mil plasticized polyvinyl chloride film, coated with an aggressive non-thermosetting rubber-resin adhesive with good ageing 

characteristics. Excellent for indoor or outdoor use as a surface protection and masking tape. Lifts easily from surfaces as varied as 

aluminum, drywall & glass even after prolonged periods. To prevent creepage, tape should be relaxed before applying. 

 

 

150T - PRESERVATION / FINE LINE MASKING 

 

 UV resistant. 

 Moisture & chemical resistant. 

 Easily conforms to irregular surfaces.  

 

 

159010 1"   (25 mm)    x  36 yd 48 / case bulk 24 lbs 2.51 2.38 2.27 

159020 2"   (50 mm)    x  36 yd 24 / case bulk 24 lbs 5.02 4.76 4.52 

159030 3"   (75 mm)    x  36 yd 16 / case bulk 24 lbs 7.50 7.12 6.79 

159040 4"   (100 mm)  x  36 yd 12 / case bulk 24 lbs 10.05 9.54 9.05 

159060 6"   (150 mm)  x  36 yd  8 / case bulk 24 lbs 15.08 14.30 13.57 

159120 12" (300 mm)  x  36 yd  4 / case bulk 24 lbs 30.23 28.68 27.14 

 

"Excellent for masking when conventional masking tape is not enough." 

 

 

 

 Easy to use / easy to remove - leaves no messy residue. 

 

 For all types of surfaces - metal, masonry, wood, vinyl, and more. 

 

 UV resistant adhesive - does not break down from sunlight. 

 

 Performs in all temperatures / environments. 
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Application Guide for Protective Film Tapes 

 
 

 

Application / Surfaces Description ETS product (page #) 

Window / Glass Exterior 

 

360-Day UV Resistance for New 

construction, window production.  

Designed for LONG TERM Projects 

such as with High Rise buildings. 

 

BLUE GUARD (pg. 58) 

Window / Glass Exterior 

 

90-Day UV Resistance.  Protects glass 

during shipping, installation, painting 

and stucco work. 

 

#589 (pg. 59) 

Carpet 

 

Durable Interior protection against dirt 

& grime due to foot traffic.  Great for 

new construction and remodeling 

work.  Also used in trade show / 

exhibition market. 

 

#22 (pg. 61) 

Hard Surface Flooring 

 

Hardwood & Tile Floor 

 

Durable Interior protection against dirt 

& grime due to foot traffic.  Great for 

new construction and renovation work. 

Designed for hard, non-porous floors – 

i.e. ceramic tile, hardwood 

 

#590 (pg. 60) 

Marble 

 

Protection of marble during shipping 

and installation. 

 

SOME STOCK SIZES 

Call for Specifics 

Clean Room – Shoe Clean Station 

 

Remove dirt & dust from bottom of 

shoes – perfect for pharmaceutical, 

automotive, electronic, and medical 

industries where reduction of 

contaminants is  critical 

 

Sticky Mats (pg.61) 

Duct Protection 

 

Prevent dust/dirt in Duct Work during 

storage, shipping and installation. 

 

#5990 & #5993 (pg. 62) 



Product 

Code 

Size Units 

Case 

Packaging Approx 

Weight 

1-5 

Cases 

6-19 

Cases 

20 + 

Cases 
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PVC SURFACE PROTECTION FILM 
 

 

BLUEGUARD - 360 DAY U.V. – SURFACE PROTECTION FILM 

 

BlueGuard‟s plasticized PVC film is specifically designed to provide residue free surface protection under the most demanding 

applications. The specially formulated acrylic adhesive system offers extended UV weather-ability, temperature & abrasion resistance. 

Blue transparent/see thru construction permits both light transmission as well as final inspection. A maximum all purpose film with "No 

Substitutes". 

 

Ideal for such applications as window / casing protection from spills and sprays during building construction using concrete, mortar, 

stucco, EIFS and paint. The PVC film also provides surface protection for applications including fabricating, shipping and outdoor 

storage of polished, painted and mill finished metals, as well as smooth and textured plastics. 

 

 The ultimate in surface protection where maximum UV/weatherability, abrasion/puncture resistance are required. 

 Ideal for interior and exterior protection. 

 Reduce cleanup time and save cleanup, labor, and material costs. 

 COMPARABLE: NITTO/PERMACEL SPV-224,  BLUE MAX 

 

586324 24" (609 mm)   x  330 ft 1 / case log 22 lbs 104.35 99.40 94.20 

586336 36" (914 mm)   x  330 ft 1 / case log 33 lbs 156.51 149.09 141.31 

586348 48" (1219 mm) x  330 ft 1 / case log 44 lbs 207.57 197.68 188.42 

        

586612 12" (304 mm)  x  660 ft 2 / case log 40 lbs 104.35 99.40 94.20 

586624 24" (609 mm)  x  660 ft 1 / case log 40 lbs 207.57 197.68 188.42 

 

21” & 24” Window Film Applicator 

90100 21" & 24" Adjustable 1 boxed 4 lbs 55.04 48.30  

   4 per outer case     

   1 per inner case     

 

 

 

 TECHNICAL DATA 

 Color:  BLUE 

 Thickness:  3.0 mil 

 Adhesion:  5.5 oz/in width 

 Tensile:  14 lbs/in width 

 Elongation:  200% 

 

 

 

 

 BLUEGUARD 
 

 365 DAY U.V. PROTECTION 



Product 

Code 

Size Units 

Case 

Packaging Approx 

Weight 

1-5 

Cases 

6-19 

Cases 

20 + 

Cases 
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POLYETHYLENE GLASS PROTECTION FILM 
 

 

VALUE FILM - #589  90 DAY U.V.  WINDOW/GLASS PROTECTION FILM - 2.0 MIL 

 

 

A strong transparent film coated with a weather resistant clear acrylic adhesive. Specifically designed for outdoor protection of glass and 

other non porous surfaces for periods of less than 90 days. 

 

 

 

 

 TECHNICAL DATA 

 Color:  Blue or Clear 

 Thickness:  2 mil 

 Adhesion:  8.3 oz/in width 

 Tensile:  7.1 lbs/in width 

 Elongation:  305% 

                          
 VALUE FILM  

 

 90 DAY U.V. PROTECTION 
  

 

 

Clear        

589021 21"(533 mm)  x  600 ft 1 / case log 13 lbs 36.41 32.76  

589024 24"(609 mm)  x  600 ft 1 / case log 15 lbs 41.60 37.44  

589036 36"(914 mm)  x  600 ft 1 / case log 20 lbs 62.40 56.16  

589048 48”(1219 mm) x 600 ft  1 / case log 30 lbs 83.21 74.89  

        

Blue        

589021B 21"(533 mm)  x  600 ft 1 / case log 13 lbs 36.41 32.76  

589024B 24"(609 mm)  x  600 ft 1 / case log 15 lbs 41.60 37.44  

589036B 36"(914 mm)  x  600 ft 1 / case log 20 lbs 62.40 56.16  

589048B 48”(1219 mm) x 600 ft 1 / case log 30 lbs 83.21 74.89  

 

 

21” & 24” Window Film Applicator 

 

90100 21" & 24" Adjustable 1 / case boxed  55.04 48.30  

   4 per outer case     

   1 per inner case     

 



Product 

Code 

Size Units 

Case 

Packaging Approx 

Weight 

1-5 

Cases 

6-19 

Cases 

20 + 

Cases 
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PROTECTIVE PAPER 
 

6582 - PROTECTIVE PAPER – SPACING TAPE 

 

 Decal transfer and prespacing, designed to assist in the application and transfer of pressure sensitive decals that have been cut 

into letters & legends. 

 Protect highly polished surfaces such as stainless steel, brass, glass and formica. 

 Used for die forming fabrication of metal and plastic parts. 

 Protection from scratching while metal is being formed & drawn into various shapes. 

 Printable protective tape applications. 

 Thickness: 4.2 mil; Adhesion: 12 oz/in SST; Tensile 16 lbs/inch 

 

 

L594_ 48"  x  100 yd log bulk  126.00 118.40 112.50 

 

* LOG ROLLS MAY BE SLIT TO YOUR SPECIFICATIONS AT NO ADDITIONAL CHARGE * 

* FULL WEB WIDTH IS ALWAYS CHARGED * 

 

 

 

 

 

HARD FLOOR PROTECTION:  Hardwood / Ceramic Tile 
 

 

 

 

590 – HARD  SURFACE  FLOORING  PROTECTION  FILM - 3 MIL BLUE 

 

This product is a temporary blue protective mask designed to protect most hardwood floors and ceramic tiles from tracked in dirt, paint 

spills, dust, construction debris and damage. The 590 is a reverse wound product that can be easily applied by hand or with an applicator. 

The many variations in floor substrates and the finishing techniques for each application make it imperative that the user determines its 

suitability for use.  

 

Suggested for: 

 Flooring protection during residential DIY projects 

 Movers 

 Contractors 

 Home Service Professionals 

 

 

590124 24"(609 mm)    x  200 ft 1 / case bulk 9 lbs 23.76 21.60  

590136 36"(914 mm)    x  200 ft 1 / case bulk 14 lbs 35.64 32.40  

 

 # 590 is designed for use on hardwood / ceramic tile solid flooring only! 

 Dispensers available - call for details. 



Product 

Code 

Size Units 

Case 

Packaging Approx 

Weight 

1-5 

Cases 

6-19 

Cases 

20 + 

Cases 
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CARPET PROTECTION 
 

 

22 - CARPET PROTECTION FILM - 3 MIL CLEAR 

 

A tough polyethylene film specifically designed for carpet protection from various type of soiling.  Custom formulated adhesive 

system offers excellent adhesion to most types of carpeting and can be kept in place for up to 45 days.  All rolls are reverse wound on 

easy to handle 2" cores for easy one person application. Just begin, apply where desired and roll out like a carpet! 

 

 

Suggested for: 

 

 Movers 

 Contractors 

 Carpet protection during painting. 

 Traffic lane protection. 

 Home project carpet protection. 

 

 

59224200 24"(609 mm)    x  200 ft 1 / case bulk 9 lbs 27.92 25.38  

59224500 24"(609 mm)    x  500 ft 1 / case bulk 17 lbs 69.82 63.45  

59236500 36"(914 mm)    x  500 ft 1 / case bulk 26 lbs 106.38 95.15  

59248500 48"(1219 mm)  x  500 ft 1 / case bulk 34 lbs 139.64 126.90  

 

 # 22 is designed for use on carpet only! 

 Dispensers available - call for details. 

 

 

STICKY MATS 
 

Dirt grabbing 30 layer mat lifts dirt and debris from shoes and wheels, but will not leave a residue. Each mat has 30 sheets of face-up 

adhesive that collects dirt and debris from shoes, wheels, paws, or anything. Peel the layer away to reveal the next clean layer. 

 

Suggested for: 

 Clean Room Applications 

 Contractors 

 Restaurants 

 Manufacturing Facilities 

 

 *Colors available are White or Blue for 24” and White ONLY for 36” 

Sticky-Mat 24” x 36” 10 pads/case 30 sheets/pad Price / pad 10.26 9.67  

Sticky-Mat 36” x 36” 10 pads/case 30 sheets/pad Price / pad 15.39 14.50  

Base 26” x 38” 1 / case  Price / unit 33.50 31.30  

- 10 pads of 30 sheets/case  

- Other packaging is available- Call for pricing & Details 



Product 
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1-5 
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6-19 
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20 + 
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HVAC DUCT PROTECTION 
 

 

 
DUCT PROTECTION FILM  
 

Tough self adhesive films specifically designed to be applied over the openings of ductwork systems during storage and shipping.  

Film protects uninstalled HVAC duct from dirt, dust, moisture, insects and other contaminants that can lead to poor air quality.  

Specially formulated adhesive system will adhere to the duct during transport and will not leave residue once removed.  Film is strong 

and puncture resistant. 

 

 

 

 

 

Suggested for: 

 

 HVAC Supply  

 Contractor  Supply   

 

 

 

 

 

ECONOMY GRADE DUCT FILM 
 

2.0 Mil Lt. Blue High Density PE Film/ Solvent Resistant Adhesive 

 

599024B-200 24"(609 mm)  x  200 ft 1 / case bulk  17.90 17.01 16.17 

599036B-200 36"(914 mm)  x  200 ft 1 / case bulk  26.88 25.52 24.26 

 

 
PREMIUM GRADE DUCT FILM 

 

3.0 Mil. Lt. Blue High Density PE Film/High Tack Acrylic Adhesive  

 

599324B-200 24"(609 mm)  x  200 ft 1 / case bulk  21.74 20.63 19.58 

599336B-200 36"(914 mm)  x  200 ft 1 / case bulk  32.66 31.03 29.45 
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PTFE COATED GLASS CLOTH TAPES 
 

Glass cloth impregnated with PTFE TFE with a silicone adhesive. Excellent electrical, mechanical, thermal, & chemical properties. Used 

as a primary insulation in a variety of electrical equipment, and heat sealing bars, chute liners, gaskets, bearing surfaces, table top covers, 

guide rails and roll covers. COMPARABLE: 3M 5451, 5452, 5453, 5454, FLUORGLAS 2815 SERIES. 

  

 SPECIFICATIONS 

 EXCELLENT RELEASE  

 ABRASION RESISTANT 

 LOW FRICTION      

 CHEMICAL RESISTANT 

 EXCELLENT STRENGTH 

 NON-STICK SURFACE 

 OPERATIONAL AT -75
o
C TO +260

O
C (-100

O
F TO + 500

O
F) 

 EXCEPTIONAL WEARLIFE 

 EXCELLENT ELECTRICAL PROPERTIES 

 PERFECT FOR A WIDE RANGE OF APPLICATIONS. 

 

 PHYSICAL PROPERTIES     3 MIL     5 MIL     6 MIL    10 MIL    14 MIL 

 

 Backing thickness, inches              .003          .005         .006          .010           .014 

 Thickness with adhesive, inches    .005         .007          .008        .0125         .0165 

 Adhesive Type                                         SILICONE OR ACRYLIC 

 Breaking strength lb./inch width      50           100          100           250             350 

 Elongation, percent                           <5            <5            <5            <5              <5 

 Adhesion oz./in. width                     30             35             40            45              50 

 Electric strength volts/total           4000         4500        5500         6500              - 

 *Availability: 1/4" to 36" wide in 18 or 36 yard roll lengths ( special order). 

 

 LENGTH: 18 yd (54') 
 (cost per roll) 

 

PART # INCHES 3 MIL 5 MIL 6 MIL 10 MIL 14 MIL 

       

550__105 ½(12.7 mm) 5.98 7.44 8.20 10.77 17.45 

550__107 ¾ (19 mm) 8.88 11.02 12.24 16.07 26.04 

550__110 1 (25.4 mm) 11.79 14.69 16.23 21.40 34.67 

550__115 1 ½ (38.1 mm) 17.45 22.04 24.19 31.83 51.57 

550__120 2 (50.8 mm) 22.96 29.09 32.14 42.24 68.42 

 

 LENGTH: 36 yd (108') 
 (cost per roll) 

 

PART # INCHES 3 MIL 5 MIL 6 MIL 10 MIL 14 MIL 

       

550__305 ½(12.7 mm) 11.37 14.17 15.62 20.52 33.24 

550__307 ¾ (19 mm) 16.91 20.99 23.32 30.61 49.60 

550__310 1 (25.4 mm) 22.45 27.98 30.90 40.76 66.03 

550__315 1 ½ (38.1 mm) 33.23 41.98 46.06 60.63 98.22 

550__320 2 (50.8 mm) 43.73 55.39 61.22 80.45 130.34 

   

* PRICE PER ROLL * $100 MINIMUM ORDER * 
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SKIVED PTFE TAPES 
  

Pure Skived Virgin PTFE with a high temperature silicone adhesive.  For use where maximum slip and lubricity are required.  Excellent 

electrical, mechanical, thermal, & chemical properties.  For mechanical application, and all purpose use, it offers superior low friction 

and non-stick properties.  High elongation properties permit tight wrapping and conformability to sharp bends and irregular surfaces.  

Excels as a wire wrap and insulation tape for high- dielectric and high temperature applications.  Used on labeling machine pressure 

pads, chute liners, anti-friction devices, bearings, heat seal bars, dead plates, and guide rails. 

COMPARABLE: 3M 5481, FLOURGLAS 2045 SERIES  

 

 SPECIFICATIONS  

 EXCELLENT RELEASE CHARACTERISTICS 

 ABRASION RESISTANT                                                                                 

 CHEMICAL RESISTANT 

 LOW FRICTION SURFACE 

 HIGH CONFORMABILITY 

 EXCELLENT ELECTRICAL PROPERTIES 

 TEMP. RANGE  - 75OC + 260OC (100OF TO +500OF) 

 

PHYSICAL PROPERTIES 3 MIL 5 MIL 10 MIL 

Backing thickness, inches .003 .005 .010 

Thickness with adhesive, inches .005 .007 .012 

Adhesive Type SILICONE SILICONE SILICONE 

Breaking strength lb/inch width 25 35 60 

Elongation, percent 275 275 300 

Adhesion oz/inch width 25 25 30 

Electric strength volts/total 10000 15000 19700 

Availability: 1/4" to 36" wide in 18 or 36 yard roll lengths (special order). 

 

 

UHMW POLYOLEFIN TAPES 
 

Ultra high molecular weight polyolefin with an acrylic pressure sensitive adhesive. Tough and highly resistant to abrasion.  Materials 

slide freely over their surface with no slip/stick tendency.  May be used in contact with food prepared under Federal supervision.  

Outwears Teflon* many times and is a good replacement when high temperature resistance is not a requirement.   

High impact strength and shock absorbing properties.  Primarily used for rub strips on conveyors, bearings and sliding surfaces, chutes 

and hopper liners, dead plates, guide rails, furniture and drawer slides. 

COMPARABLE:  3M 5430, FLOURGLAS 2302 SERIES, PERMACEL GLIDE 5, GLIDE 10 

 

 SPECIFICATIONS 

 EXTREMELY LOW CO-EFFICIENT OF FRICTION 

 ABRASION RESISTANT 

 EXCEPTIONAL WEARLIFE  

 NON-STICK SURFACE 

 SUPERIOR TENSILE STRENGTH 

 TEMP. RANGE -40OC TO +107OC(-40OF TO +225OF) 

 PRIMARILY USED IN LOW TEMPERATURE MECHANICAL 

APPLICATIONS 

 

PHYSICAL PROPERTIES            UHMW5       UHMW10 
Backing thickness, inches .005           .010 

Thickness with adhesive, inches         .007           .012  

Adhesive Type                                                    ACRYLIC ACRYLIC 

Operable temp. range                            -40OC to +107OC (-40OF TO +225OF) 

Breaking strength lb/inch width          35              75 

Elongation, percent                   200            300  

Adhesion  oz/ inch  width                55              55  

*Dupont Trademark 

 

* PRICE PER ROLL * $100 MINIMUM ORDER *

  18 YD (54') 

part # inches 3 MIL 5 MIL 10 MIL 

     

56_102 1/4 3.68 4.65 6.04 

56_105 1/2 7.12 9.18 11.87 

56_107 3/4 10.58 13.70 17.65 

56_110 1 13.92 18.23 23.43 

56_115 1 1/2 20.87 27.27 34.98 

56_120 2 27.83 36.18 46.64 

 

  36 YD (108') 

part # inches 3 MIL 5 MIL 10 MIL 

     

56_302 1/4 6.99 8.85 11.48 

56_305 1/2 13.57 17.49 22.56 

56_307 3/4 20.14 26.08 33.54 

56_310 1 26.50 34.72 44.51 

56_315 1 1/2 39.75 51.94 66.46 

56_320 2 53.00 68.90 88.62 

18 YD (54') 

part # inches 5 MIL 10 MIL 

57_102 1/4 3.92 5.62 

57_105 1/2 7.84 11.24 

57_107 3/4 11.77 16.85 

57_110 1 15.69 22.47 

57_115 1 1/2 23.53 33.71 

57_120 2 31.38 44.94 

 

36 YD (108') 

part # inches 5 MIL 10 MIL 

57_302 1/4 7.05 10.07 

57_305 1/2 14.10 20.14 

57_307 3/4 21.15 30.21 

57_310 1 28.20 40.28 

57_315 1 1/2 42.29 60.42 

57_320 2 56.39 80.56 
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TAPE DISPENSERS 
 

  

 

 

ILLUSTRATION 
CATALOG 

NUMBER 
DESCRIPTION 

MAXIMUM 

WIDTH 

UNITS 

CASE 

UNIT 

PRICE 

CASE 

PRICE 

 

103 

 

CARTON SEALING 

W/ ADJUSTABLE 

BRAKE, RUBBER GRIP 

3” CORE 

 

2” 24 4.50 4.15 

 

306 

 

CARTON SEALING 

W/ ADJUSTABLE 

BRAKE, RUBBER GRIP 

3” CORE 

 

3” 12 6.25 5.95 

 

258 

 

STRETCH FILM 

DISPENSER 

 

18” 6 21.50 19.95 

 

901 

 

WINDOW FILM  

DISPENSER 

21” & 24” ADJUSTABLE 

 

21” & 24” 4 54.00 45.00 
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Product  

Number 

Check 

No. 

Description Shelf  

Pack 

Pack  

Case 

Wt.  

Case 

Cube  

Case 

Cost 

Each 

 

 

CARDED PRODUCTS 
 

 ELECTRICAL TAPE 

  

 U.L. LISTED VINYL PLASTIC 

 

R12001 0 3/4" x  6.7 yds - BLACK   6 48 5 .342 .41 

R12006 5 3/4" x  22  yds - BLACK     6 48 11.8 .49 .71 

  

 * Red, Blue, Black, Yellow, Green 

 

 

 U.L. LISTED VINYL PLASTIC - COLOR CODING - BOXED 

  

R15496 1 1/2" x  20 ft - 7 ASST'D CLRS*   1 12 4.68 .20 1.84 

   

 * Red, White, Blue, Green, Orange, Yellow, Brown 

 

 

  

 

 

 DUCT 

 

R20046 0 1 ½”  x  8.33yd 6 48 9 .88 1.20 

 

  

 

 

 

 

 

 

 

 DECORATIVE VINYL PLASTIC TAPE 

 

  

R15031 4 ¾”   x  6.7 yds -  YELLOW 6 48 5 .36 .66 

R15032 1 ¾”   x  6.7 yds -  RED 6 48 5 .36 .66 

R15033 8 ¾”   x  6.7 yds -  WHITE 6 48 5 .36 .66 

R15034 5 ¾”   x  6.7 yds -  ORANGE 6 48 5 .36 .66 

R15035 2 ¾”   x  6.7 yds -  BLUE 6 48 5 .36 .66 

R15036 9 ¾”   x  6.7 yds -  BROWN 6 48 5 .36 .66 

R15038 3 ¾”   x  6.7 yds -  GREEN    6 48 5 .36 .66 

R15039 0 ¾”   x  6.7 yds -  BLACK   6 48 5 .36 .66 
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Product  

Number 

Check 

No. 

Description Shelf  

Pack 

Pack  

Case 

Wt.  

Case 

Cube  

Case 

Cost 

Each 

 

 

 CARDED PRODUCTS 

(continued) 

 

           

 

 MASKING TAPE 

 

 

R25122 6 3/4"   x  11 yds 6 48 4 .342 .43 

 

  

 

 

 

 

 

 

 FREEZER TAPE 

 

 

R25126 4 ¾”   x  25 yds   6 48 8.25 .49 .65 

R25128 8 ¾”   x  11 yds with 10 LABELS 6 48 4.25 .342 .56 

 

  

 

 

 

 

 

 CARPET TAPE  -  DOUBLE FACED PLASTIC  -  BOXED 

 

 

* DISCONTINUED * 
  

 

 

 

 

 

 

 PACKAGING  -  CARTON SEALING  -  WITH DISPENSER 

 

 

R80055 4 2"     x  22.2 yds - CLEAR 4 24 5 .341 1.05 
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COMPARATIVE LIST 

 
 

 IPG AMERICAN 3M PERMACEL NASHUA SHUFORD POLYKEN TESA 

CLOTH TAPES 

200 Economy Grade Duct Polycoated-Silver   2929   PC-590   

202  & 205 High End, Contractors Grade 11mil AC36  6969  398 
PC-609 

PC-618 
223 53957 

203 General Purpose Duct Polycoated-Colors AC30, 6700  130, 133 670  PC-600 203 53954 

204 General Purpose Duct Polycoated Silver AC20  3939  GP2280    

206 General Purpose Duct Polycoated-Silver AC15  3900 685 394 PC-595 217 53950 

216 Gaffers Matte Finish Cloth Tape    P-665  PC-628 510  

357 Premium Duct Polycoated-Colors AC50    357 PC-657 357  

TEFLON PIPE THREAD 

550 3 mil MIL SPEC T-27730A   48-547 Ribbon Dope     

PIPE WRAP 

140 10 mil Vinyl Pipewrap - Colors   50 306     

142 20 mil Black Vinyl Pipewrap   51, 1100 P-320     

AISLE MARKING 

141 Vinyl Striped Safety – B/Y, B/W, R/W   5700 32  VP-415   

143 Laminated Safety Stripes Vinyl   5700, 5702 P-257  VP-415   

150 All Purpose Vinyl-All OSHA Colors   471, 764 32  VP-410  199 

ANTI-SLIP / SAFETY TAPE 

3200 Non-Skid High Traction-Black   
Safety 

Walk 
     

 IPG IDEAL 3M COMPAC NASHUA SHUFORD POLYKEN VENTURE 

FOIL TAPES 

181A UL-181A Imprinted Aluminum Foil Tape     324A AF-100 339  

181B UL-181B-FX Flexible Duct Closure Foil         

322 1.8 mil Aluminum Foil w/ Liner  488  317 322 AF-973 337  

500 1.5 mil Aluminum Foil w/ Liner  488S  318  AF-912 335  

510 2 mil Aluminum Foil w/ Liner AC64  431 808, 809 330 AF-100  3530CW 

515 6.5 mil  FSK Aluminum Foil w/ Liner  491  110-7 FSK AF-982 338  

533SW 3 mil Self Wound Foil Tape w/ Acrylic  489 425 805  AF-075 345 2519CW 

Foilastic 2 mil Aluminum w/ Butyl Rubber         

 IPG CANTECH 3M STA NASHUA SHUFORD POLYKEN TESA 

CARTON SEALING & FILM TAPES 

720 Extra Clear Transparent Film Easy Tear         

804 1.8 mil Polypropylene-Utility Grade 300, 262 257 305 1180  AP-101   

805 2 mil Polypropylene-Production Grade 400 259 311 1182  AP-201   

806 Polypropylene-Colors 321C  373      

807 2.4 mil Polypropylene-Premium Grade   313 1242  AP-015   

808 3.1 mil Polypropylene-Super Premium   375      

810 PVC / Rubber Tan, Clear, White   690   719  4120 

812 2.2 mil Ultra Clear Polypropylene      PP-803   

813 2.6 mil Ultra Clear Polypropylene         

815 Packing List Protection   824      

820 Label Protection Clear Polypropylene  15T 821   807   
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 IPG AMERICAN 3M PERMACEL NASHUA SHUFORD POLYKEN TESA 

REINFORCED FILAMENT & STRAPPING 

100 Tensilized MOPP-Utility Grade 197, 805     PS-748  4090/91 

130 Tensilized MOPP-Medium Strength 810       4092 

190 Fiberglass Reinforced Filament-Utility 110#         

191 Fiberglass Reinforced Filament-Hvy Duty 285#  RG-16    GS-531  53311 

193 Fiberglass Reinforced Filament-Medium 130# 788 RG-303    GS-500  53318 

197 Fiberglass Reinforced Filament-Medium 160# 780     GS-501  53319 

199 Fiberglass Reinforced Filament-Utility 100#  RG-300 8934   GS-490  53317 

200 Tensilized Polypropylene – Heavy Duty 150#      PS-750  4092 

 IPG AMERICAN 3M PERMACEL NASHUA SHUFORD POLYKEN TESA 

PAPER TAPES 

108 Blue 14-Day Blue Painters Tape 567 PG-90 2090   CP-27   

124 General Purpose Crepe Masking 515  2307     50124 

250 General Purpose Crepe Masking-Utility  415, 500 PG-501 200 790 476 CP-83, 101  53123 

255 Industrial Automotive Masking 520  202 787  Colonial   

275 Grn 7-Day Premium Safe Tack Masking  PT-8 2060   CP-20   

PG-505 Industrial Grade Masking 519 PG-505 2301   CP-66   

534 Carton Sealing Kraft Flatback 534  2515   FP-97   

   IPG AMERICAN 3M PERMACEL NASHUA SHUFORD POLYKEN TESA 

LDPE FILM TAPES 

135 7 mil PE Tape Rubber-Serrated-Clear         

705 7 mil PE Tape Acrylic - Clear       Patco 502A  

145 7 mil Stucco PE Tape – UV resistant-Colors PE Masking        

147 6 mil PE Tape Acrylic – White       Patco 502A  

827 9 mil PE Tape Rubber - Colors   480-481   VP 555 827  

   IPG PLYMOUTH 3M PERMACEL NASHUA SHUFORD POLYKEN TESA 

VINYL ELECTRICAL TAPES 

7 7 mil Electroplaters Vinyl Tape  2147 471      

11 10 mil Heavy Duty Electrical Vinyl  3873, HD2 22      

60 7 mil Electrical Vinyl – COLORS  3700, 37 35      

65 7 mil Black Electrical Vinyl 602, 618  1700 22  EV-57  53906 

68 7 mil Black General Purpose Electrical Vinyl   Highland      

70 7 mil Black All Weather Vinyl   1700      

70B 7 mil Black Electrical FR Vinyl   1700 29     

75A 7.5 mil Black Electrical FR Vinyl  
3117, 

Revere7 
33 29+    330W 

75AW 7.5 mil Black All Weather Electrical FR Vinyl  4453, 111 33+ 29+    330W 

85CW 8.5 mil Black All Weather Vinyl 619 4243, 85CW 88 295    53691 

 MOXNESS 3M PLYMOUTH ARLON 

SELF FUSING / SPLICING TAPES 

40 30 mil Low Voltage-Self Fusing Black Rubber  2155 2002-2004-2020  

40A 60 mil Low Voltage-Self Fusing Black Rubber  - -  

43L 30 mil High Voltage-Self Fusing Rubber LINERED  23 2117, W963 Plysafe  

43SW 30 mil High Voltage-Self Fusing Rubber SELF-WOUND  130C 2211, L969 Plyvolt  

160 20 mil High Voltage-Self Fusing Silicone 600-T 70 3455, 20 Plysil  

RUBBER & FRICTION ELECTRICAL TAPES 

45 15 mil Cotton Friction Tape  1755 1002,1004,1006, 100 ASTM  

125 Butyl Electrical Filler Tape  Scotchfill 2074, 125 Filler  

135ES Electrical Shielding Tape  24 5415, 15 Plybraid  

138 Arc & Fireproofing Tape  77 3819, 53 Plyarc  

MW101 Mastic Rubber Wrap  2210 2626, 10 Plyseal  

MEW102 Mastic Elastomeric Wrap     
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 CHR DEWAL 3M PERMACEL T & F TACONIC FLOURGLAS TESA 

FILM ELECTRICAL TAPES – POLYIMIDE & POLYESTER 

95 1 mil Kapton Film/Silicone Adhesive K-250 304-1 5413-92 221 3902 6325-01 2345-1 4428 

149 1 mil PET Film-Thermoset Rubber Adhesive Yellow   56 256    51587 

FR-9 1 mil Polyester-Flame Retardant -Colors   1350 286     

FR9-HD 2 mil Polyester-Flame Retardant-Colors   1351      

 CHR DEWAL 3M PERMACEL T & F TACONIC FLOURGLAS TESA 

CLOTH ELECTRICAL TAPES  

170 7 mil Glass Cloth-White Thermo Set Rubber G551  27 21    4616 

269 7 mil Glass Cloth – Silicone Adhesive G561  69, 361 P212   292 4618 

PTFE/TEFLON COATED GLASS CLOTH 

550TFE 3 3 mil Teflon/Glass/Silicone Adhesive A2005 134-3 5451 440 22551  2815-3  

550TFE 5 5 mil Teflon/Glass/Silicone Adhesive A2007 134-5 5452  22552  2815-5  

550TFE 6 6 mil Teflon/Glass/Silicone Adhesive A2008 134-6 5453  22553  2815-6  

550TFE 10 10 mil Teflon/Glass/Silicone Adhesive A2012 134-10 5454  22554  2815-10  

550TFE14 10 mil Teflon/Glass/Silicone Adhesive         

SKIVED TEFLON TAPE 

563ST 3 3 mil Teflon/Silicone Adhesive T 204-3   3602  2045-3 7503 

565ST 5 5 mil Teflon/Silicone Adhesive TV650 204-5 5481 421 3603  2045-5 7505 

5610ST 10 10 mil Teflon/Silicone Adhesive TH 204-10  424 3604  2045-10 7510 

 CHR DEWAL 3M PERMACEL T & F TACONIC FLOURGLAS TESA 

UHMW FILM 

UHMW5 5 mil Polyolefin/Acrylic Adhesive  423-5 5430 Glide-5   2302-5 51206 

UHMW10 10 mil Polyolefin/Acrylic Adhesive  423-10 5423 Glide-10   2302-10  

 IPG AVERY 3M PERMACEL NASHUA SHUFORD POLYKEN TESA 

DOUBLE COATED FOAM 

650-1/32 D/C Cross Linked PE-Rubber Adhesive  FM 2132 4462      

650-1/16 D/C Cross Linked PE-Rubber Adhesive  FM 2116 4466      

650-1/8 D/C Cross Linked PE-Rubber Adhesive  FM 2108       

651-1/32 D/C Cross Linked PE-Acrylic Adhesive 8132  4492      

651-1/16 D/C Cross Linked PE-Acrylic Adhesive 8116  4496      

651-1/8 D/C Cross Linked PE-Acrylic Adhesive 8108        

65210 10mil EHB Clear Acrylic transfer   9473      

65220 20mil EHB Clear Acrylic transfer   4905      

65240 40mil EHB Clear Acrylic transfer   4910      

65260 60mil EHB Clear Acrylic transfer         

65345 45mil EHB Translucent Acrylic transfer         

65432 32mil Super PE foam – Acrylic Adhesive         

65445 45mil Super PE foam – Acrylic Adhesive         

655  S/C  PVC foam – Various thickness   4300 SERIES      

655M Mylar Top S/C  PVC foam – Various thickness         

657W30 30mil EHB White Foamed Acrylic    4930      

657W45 45mil EHB White Foamed Acrylic   4950, 4622      

658G25 25mil EHB Gray Foamed Acrylic   4936, 4646      

658G45 45mil EHB Gray Foamed Acrylic   4941, 4611      

658G60 60mil EHB Gray Foamed Acrylic   4956, 4655      

65960 60mil DC Polyurethane Foam Tape   4016      

659125 125mil DC Polyurethane Foam Tape   4008      
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 IPG AVERY 3M PERMACEL NASHUA SHUFORD POLYKEN TESA 

DOUBLE COATED 

105C D/C Cloth-EXHIBITION    P-50  DF 642 105C  

691 D/C PET – Rubber Adhesive         

750 D/C PE – Rubber Adhesive         

591 D/C Paper – NR Adhesive 591  410 P-05 940 DF 65  4903 

682 D/C Paper – NR Adhesive-General Purpose    P-02     

693 D/C PET – Acrylic Adhesive 593  415, 444   DP 50 725, 126 52916 

694 D/C PET – Differential Adhesive-HI/LO  8306       

697 Premium D/C PET – Acrylic Adhesive         

4970 Premium D/C PVC – Acrylic Adhesive   419 P-52    4970 

201 D/C PET – Rubber Adhesive         

667 D/C Scrim - Acrylic Adhesive         

668 D/C Tissue – Acrylic Adhesive DCT-10   P-5015  
DF 633,  

DT 100 
 

4959, 

7158 

643 2mil Acrylic Transfer   465 595-B  TA 450 065 4900 

PROTECTIVE PAPER & FILM 

6582 Protective Paper-Natural 582     FP-61   

BlueGuard 3mil PVC Window Protection Film    SPV-224     

589 2 mil Window Protective Poly Film         

22 2 mil Carpet Protective Poly Film         
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TERMS AND CONDITIONS OF SALE 

 

MINIMUM ORDER 
 

 $50.00 MINIMUM ACCEPTABLE ORDER.  All products are sold in full case quantities only unless otherwise stated. 

 

CARTON QUANTITIES 
 

Full case quantities of all products listed are combinable for best quantity price.  Electro Tape Specialties, Inc.  reserves the 

right to adjust all orders to the nearest full case. 

 

FREIGHT TERMS 
 

Orders of $1750.00 or more for shipment at one time to a single destination, are prepaid and allowed within the continental 

U.S.A. via lowest cost routing.  Orders of less than $1750.00 are F. O. B. shipping point. 

 

PAYMENT TERMS 
 

 Net 30 days with approved credit. 

 

PRICES 
 

 Subject to change without notice.  All orders subject to prices prevailing at time of shipment. 

 

RETURNS 
 

No returns are accepted without prior written approval.  Unauthorized returns are not permitted and subject to a 20% restocking 

charge.  Returns made and not the result of an error on the part of Electro Tape Specialties, Inc. must be shipped prepaid and 

are subject to a 20% restock charge.  Returns must be shipped in accordance with shipping instructions issued by Electro Tape 

Specialties. Any deviation from these instructions resulting in extra shipping charges will be charged back to the customer. 

 

SPECIAL ORDER ITEMS 
 

Non-standard and special cut orders may require minimum quantities.  All non-standard and special cut orders are non-

cancelable and non-returnable.  Electro Tape Specialties, Inc.  reserves the right to over ship or under ship 10% on all special 

orders.  Contact our sales office for price and delivery on special order tapes not shown in this list. 

 

WARRANTY 
 

Electro Tape Specialties, Inc.  warrants its products to be free from defects in material and workmanship under normal use and 

service.  If the goods should fail to conform to this contract or to any warranty outlined herein, buyers remedy shall be limited 

to replacement of the non-conforming goods or parts thereof.  Any defective goods or parts which have been replaced shall 

become Electro Tape Specialties, Inc. property. This warranty shall be in lieu of all other warranties and Electro Tape 

Specialties, Inc. specifically denies liability for any warranty of merchantability or fitness or otherwise, express or implied, 

except as herein provided.  In addition,  Electro Tape Specialties, Inc. shall not be liable for any loss, damage or injury of any 

nature, whether direct, indirect, incidental or consequential in connection with or resulting from the use of the goods.  All 

information, recommendations and descriptive information issued on said products is based upon research and believed to be 

reliable but does not constitute a warranty.  The tape is sold upon the understanding that the purchaser will independently 

determine the suitability of the tape.  

 

No agent or representative is authorized to give any guarantee or make any statement contrary to or inconsistent with this 

warranty. 

 


